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Abstract of the contribution: This contribution proposes way forward principles for KI#2.

[bookmark: _Hlk514274591]1		Discussion
This contribution proposes conclusions and way forward for Key Issue #2. 
2		Proposal
The following change is proposed for TR 23.700-20.
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Editor's note:	This clause will provide a general evaluation and comparison of the solutions per Key Issue #<X>.

[bookmark: _Toc16839390][bookmark: _Toc21087549][bookmark: _Toc23326082][bookmark: _Toc25934688][bookmark: _Toc26337068][bookmark: _Toc31114365][bookmark: _Toc43392853][bookmark: _Toc43475652][bookmark: _Toc43476028]8	Conclusions
[bookmark: _Toc16839391][bookmark: _Toc21087550][bookmark: _Toc23326083][bookmark: _Toc25934689][bookmark: _Toc26337069][bookmark: _Toc31114366][bookmark: _Toc43392854][bookmark: _Toc43475653][bookmark: _Toc43476029]8.X	Key Issue #<X>4: NPN support for Video, Imaging and Audio for Professional Applications (VIAPA)<Key Issue Title>
Editor's note:	This clause will capture conclusions for Key Issue #<X>.
It is proposed to agree on the following principles for VIAPA services support with NPN:
1) [bookmark: _Hlk47309789] Request PDU Session Modification in the SNPN (or PLMN) to match the QoS parameters received from the PLMN (or SNPN). The request is based on the specific PDU Session QoS parameters it received from the IKE Create Child SA Request signalling (from PLMN).
2) It is proposed to add a recommendation for mapping between 5QI/ARP and DSCP marking value in TS 23.501 annex so that the PLMN and SNPN can use the same mapping values for UL and DL user plane traffic within SNPN and PLMN.
3) [bookmark: _GoBack]Prioritization of Notification message when UE reachability needs to be prioritized.
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