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Reason for change:
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Registration of a subscriber having more than one Public user identity is not defined. Hence as a result, an user having more than one public identity might need to send as many registration messages as he/she has got Public user identity.




Summary of change:
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A global subscriber registration is desirable via a single register message.
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not approved:
Knowing that Register message is a periodic message, Multiple registration (via 1 Register messages per public identity) would have strong negative effects on performances (Utran & core network).
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4.3.3.2
Public user identities

Every IM CN subsystem subscriber shall have one or more public user identities [8]. The public user identity/identities are used by any user for requesting communications to other users. For example, this might be included on a business card.

-
Both telecom numbering and Internet naming schemes can be used to address users depending on the Public User identities that the users have. 

-
The public user identity/identities shall take the form of SIP URL (as defined in RFC2543 [12] and RFC2396 [13]) or E.164 numbers.

· At least one Public User Identity shall be securely stored on the USIM (it shall not be possible for the UE to modify the Public User Identity), but it is not required that all additional Public User Identities be stored on the USIM.

· It shall be possible to register globally  (i.e. through one single UE request) a subscriber that has more than one public identity. This should not preclude the user from registering individually some of his/her public identities if needed.
-
Public User Identitys are not authenticated by the network during registration. 

-
Public User Identities may be used to identify the user’s information within the HSS (for example during mobile terminated session set-up). 
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