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	Reason for change:
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	During the GPRS connection (i.e. when GPRS attached), there might be a need to update the network with new MS Radio Access Capability information e.g. change of multislot class or power class. However there is not defined any MS RAC change procedure for GPRS similar to the circuit-switched classmark change procedure.

It is proposed that the MS can use the existing Routing Area Update procedure to send the new MS RAC Information Element to the SGSN also when Routeing Area Update procedure would not be normally needed. SGSN shall convey that information to BSS using already existing procedures i.e including MS RAC into BSSGP DL data PDU or sending the RA_Capability_PDU to the BSS.
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	It is clarified that MS can send a Routeing Area Update when it has new access capabilities to indicate to the network.
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6.9.1.2
Routeing Area Update Procedure

A routeing area update takes place when a GPRS-attached MS detects that it has entered a new RA, when the periodic RA update timer has expired, or when the MS has new access capabilities to indicate to the network, or when a suspended MS is not resumed by the BSS (see subclause "Suspension of GPRS Services"). The SGSN detects that it is an intra SGSN routeing area update by noticing that it also handles the old RA. In this case, the SGSN has the necessary information about the MS and there is no need to inform the GGSNs or the HLR about the new MS location. A periodic RA update is always an intra SGSN routeing area update.

An MS in READY state due to anonymous access shall not perform routeing area updates for the AA MM context. If the MS has entered a new routeing area, a new Anonymous Access PDP Context Activation procedure shall be initiated. The old context is implicitly deleted upon expiry of the READY timer.

*** Next modification ***
6.9.1.3
Combined RA / LA Update Procedure

A combined RA / LA update takes place in network operation mode I when the MS enters a new RA or when a GPRS-attached MS performs IMSI attach, or when the MS has new access capabilities to indicate to the network. The MS sends a Routeing Area Update Request indicating that an LA update may also need to be performed, in which case the SGSN forwards the LA update to the VLR. This concerns only idle mode (see GSM 03.22), as no combined RA / LA updates are performed during a CS connection.
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