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9.1.8
Mobile Terminating Deferred Location Request

Figure 9.6a illustrates the procedures for a Deferred Location Request, where the Location Report is returned based on a event. 
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Figure 9.6a: General Network Positioning for a Deferred MT-LR

9.1.8.1
Deferred Location Request Procedure

1)
Provide Subscriber Location is received in SGSN/MSC as described in 9.1.2/9.1.6. In addition, the Deferred Location Request includes the event that shall trigger the sending of Location Report. If the periodical location was requested and the GMLC is waiting for the location report in response to the previous Provide Subscriber Location, it sends the LCS Service Response to the LCS Client to notify it and, this step, step2 and step3 are skipped.
2)
If the SGSN/MSC cannot support the deferred location request for the specified event (for temporary or permanent reasons), a Provide Subscriber Location return error shall be returned in step 3 with a suitable cause. The SGSN/MSC verifies that the LCS client is allowed to position the requested UE according to subscription information (no interaction at this stage with the UE). If not, a Provide Subscriber Location return error is returned in step 3.

3)
If the SGSN/MSC can support the deferred location request for the specified event and the privacy checks in step 2 are satisfied, a Provide Subscriber Location ack. shall be returned to the GMLC without a location estimate. The GMLC will at this stage not return any response to the LCS Client. It will instead due to the Deferred Location Request wait for a Subscriber Location Report message from SGSN/MSC.

9.1.8.2
Location Report Procedure

4)
Immediately following step 3, the SGSN/MSC shall verify if the requested event is already satisfied (e.g. UE available inferred from a current transaction) or can be invoked immediately  (e.g. by paging the UE and receiving a page response). If requested event is not existing the SGSN/MSC waits until it has occurred or until some maximum time has expired. 

=> In case the SGSN/MSC receives an indication that the UE has moved to another SGSN/MSC while it is waiting for the requested event to happen, a Subscriber Location Report is directly sent to the GMLC with the information that MT-LR must be re-initiated against the new SGSN/MSC. The adress of the new SGSN/MSC is included in Subscriber Location Report if available. (If new SGSN/MSC adress was included, the GMLC continues at step 1 above, otherwise it continues with an interrogation against HLR as described in 9.1.1.)

5)
When the requested event is detected, the SGSN/MSC will proceed with the location request as described in 9.1.2/9.1.6. 

If either security or privacy checks fails, a Subscriber Location Report is returned with appropriate error cause indicating termination of the deferred location request.

6)
When location information has been obtained from the RAN, the SGSN/MSC returns the Subscriber Location Report. Included in the report is an indication that this is a response to a previously sent deferred location request.

If the location information could not be obtained, or the SGSN/MSC for some other reason decides to not wait any longer for the requested event to occur (ex. timer expires), the Subscriber Location Report will be returned with an appropriate error cause indicating termination of the deferred location request.

7)
GMLC then returns the LCS Service Response to the LCS Client as in 9.1.2/9.1.6.
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