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UMTS E2E QoS and Signalling Call Flows (Sunny Day Scenario)
Assumptions:

1. A single-media session with a mandatory qos "sendrecv" precondition.

2. Both the UAC and UAS use RSVP as the QoS reservation protocol which means both the UAC and UAS can only perform a single-direction ("send") resource reservation. 
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UAS can not return RESV messages

 

·

 

UAC has two options: 1. Assume the PATH is lost in the Best effort delivery (retry 

several times then abort/time

-

out), or 2. Assume that UAS is not capable and abort.

 

 


UMTS End-to-End QoS and Signalling Call Flows (Rainy Day Scenario)

Assumptions:

1. A single-media session with a mandatory qos "sendrecv" precondition.

2. The UAC and UAS are using 2 different QoS reservation protocols as currently allowed in the mantfolks draft. UAC uses RSVP while UAS does not. 
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UAS can not return RESV messages

 

·

 

UAC has two options: 1. Assume the PATH is lost in the Best effort delivery (retry 

several times then abort/time
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out), or 2. Assume that UAS is not capable and abort.
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UAS can not return RESV messages



UAC has two options: 1. Assume the PATH is lost in the Best effort delivery (retry several times then abort/time-out), or 2. Assume that UAS is not capable and abort.
















