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Introduction

Before incorrect terminology proliferates this contribution clarifies use of BM-SC

Discussion

In contribution S2-010022 from Hutchison 3G in Bath last year the term Broadcast Multicast – Service Centre was introduced to the TR.  The abbreviation BM-SC was adopted for this.

Conclusion & Proposal
Proposed that all references to the MB-SC are corrected to read BM-SC and that the following definition and abbreviation is included within the TR:

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] and the following apply.
Broadcast Multicast – Service Centre:  The entity which provides an interface to the broadcast and multicast services and which terminates a set of functions.  These functions may be required to enable the support and provisioning of broadcast/multicast services
MBMS broadcast activation: The process which enables the data reception from a specific broadcast mode MBMS on a UE. 

MBMS multicast activation: The process which enables a UE to receive data from a specific MBMS multicast. Thereby the user joins a specific multicast group. The activation may be performed by the user and it may be performed inherently for subscribed multicast services.

MBMS Notification: The mechanism which informs the UEs about a forthcoming (and potentially an ongoing) data transfer from a specific MBMS service

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:
BM-SC
Broadcast Multicast - Service Centre

IGMP
Internet Group Multicast Protocol

MBMS
Multimedia Broadcast/Multicast Service

Other abbreviations used in the present document are listed in 3GPP TR 21.905 [1].

