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1. Overall Description:

SA5 thanks SA2 for the liaison reply on the issue of inclusion of the ECF/CCF Addresses on the ‘Sh’ interface. SA5 wishes to convey that the possibility to use the ‘Sh’ interface is not currently listed in SA5's TS 32.225, however, SA5 prefers the ‘Sh’ interface as an option to allow the AS to obtain the ECF/CCF address.

Currently, in SA5’s understanding, there are three possible ways by which the AS may obtain the ECF/CCF address, namely, via in the SIP signalling (ISC), via the ‘Sh’ interface or by using the locally configured ECF/CCF address. It is up to the AS to make a local decision on which address to use. SA5 also does not see any issues, should the AS use a different ECF/CCF address compared to the other IMS nodes.

SA5 also wish that it be clarified that the AS is not allowed to transfer the addresses further in any of the signalling messages.
2. Actions:

To SA2, CN4 and CN1 groups

ACTION: 
SA5 asks SA2, CN4 and CN1 to make the necessary changes to ensure that the ECF/CCF address is available via the ‘Sh’ interface.

3. Date of Next SA5 Meetings:

	Meeting
	Date
	Location
	Host

	SA5#33bis
	7-11 April 2003
	Berlin, GERMANY
	EF

	SA5#34
	19-23 May 2003
	Sophia Antipolis, FRANCE
	ETSI

	SA5#34bis
	14-18 July 2003
	Cork, IRELAND
	Motorola


