3GPP TS 23.002 v6.0.1 (2003-03)
CR page 1

3GPP TSG-SA WG2 Meeting #31
                                                           Tdoc S2-031486

Seoul, Korea, 7th-11th April 2003
	CR-Form-v7

	CHANGE REQUEST

	

	(

	23.002
	CR
	127
	(

rev
	1
	(

Current version:
	6.0.1
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	 SLF on Sh interface

	
	

	Source:
(

	Nokia

	
	

	Work item code:
(

	IMS2
	
	Date: (

	08/04/2003

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	There does not exist a solution for user identity-HSS resolution on Sh interface.



	
	

	Summary of change:
(

	A new Dh interface is proposed to be added between AS and SLF to resolve the public user identity – HSS name mapping.

	
	

	Consequences if 
(

not approved:
	There is no standard mechanism to resolve the HSS name on the Sh interface.

	
	

	Clauses affected:
(

	4a.7.5, 5.5, and 6a.7.x

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	TS 23.228

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

----------------------First modified section---------------------

4a.7.5
Subscription Locator Function (SLF)

The SLF:

· Is queried by the I-CSCF during the Registration and Session Setup to get the name of the HSS containing the required subscriber specific data. Furthermore the SLF is also queried by the S-CSCF during the Registration.

· Is queried by the AS in conjunction with the Sh interface operation to get the name of the HSS containing the required subscriber specific data.  
-
Is accessed via the Dx interface by the CSCF and via the Dh interface by the AS
The SLF is not required in a single HSS environment. An example for a single HSS environment is a server farm architecture.

----------------------Second modified section------------------

5.5
Configuration of IM CN Subsystem entities 

The configuration of IM CN Subsystem entities is presented in figure 6. In the figure, all the functions are considered implemented in different logical nodes. If two logical nodes are implemented in the same physical equipment, the relevant interfaces may become internal to that equipment.

Only the interfaces specifically linked to the IM subsystem are shown, i.e. all the SGSN, GGSN and HSS interfaces depicted in figure 1 are still supported by these entities even if not shown. 
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Figure 6: Configuration of IM Subsystem entities

Legend:

Bold lines:
interfaces supporting user traffic;

Dashed lines:
interfaces supporting only signalling.

The figure below depicts an overall view of the functional architecture for services. 
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Figure 6a: Functional architecture for the provision of service in the IMS

The purpose of the IM SSF is to host the CAMEL network features (i.e. trigger detection points, CAMEL Service Switching Finite State Machine, etc) and to interwork with CAP.

The IM SSF and the CAP interface support legacy services only.

The application server may contain “service capability interaction manager” (SCIM) functionality and other application servers. The SCIM functionality is an application which performs the role of interaction management. The internal components are represented by the “dotted boxes” inside the SIP application server. The internal structure of the application server is outside the standards. The Sh interface shall have sufficient functionality to enable this scenario.

The figure below depicts an overall view of the functional architecture for enabling the management of the user’s service related information via the Mt interface.
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Figure 6b: Functional architecture for the management of the user’s service related information

Note: The Application Server in this figure depicts the SIP Application Server, the IM-SSF, and the OSA-SCS. It is for further study if the Mt interface will have any impacts on Si interface between IM-SSF and HSS.

----------------------Third modified section------------------
6a.7.x
Reference Point AS- SLF (Dh Reference Point)

This interface between AS and SLF is used to retrieve the address of the HSS which holds the subscription for a given user. 

This interface is not required in a single HSS environment. An example for a single HSS environment is a server farm architecture.

Details are described in 23.228 [34], subclause 5.8.1.
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