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1. Overall Description:

SA2 is currently developing its TR on IP Based IMS Emergency Sessions. At our April meeting new text was accepted for this TR regarding the actions of the UE in initiating an emergency session which was, in part, based on a table that was approved by S1 in contribution S1-030538, the following text was approved for our TR: 

1.
The UE should detect an emergency service request and indicate it to the network.

2.
If the UE is attached to only a single domain (CS or IM CN Subsystem of the PS) it attempts the emergency service request within that domain. If the UE is attached to more than one domain then the emergency request should be attempted as directed by the network operator. For an attempt in the IM CN Subsystem of the PS domain, the attempt should be in the serving (visited if roaming) IM CN Subsystem of the PS domain.

3.
If the initial attempt is in the CS domain and it fails, the serving (visited if roaming) IM CN Subsystem of the PS domain should be attempted if the UE is capable. If the initial attempt is in the IM CN Subsystem of the PS domain and it fails, the UE should make the attempt in the CS domain (if the UE is capable and if for an appropriate service e.g., voice). 

4.
If #3 is not successful, or is not appropriate (e.g., visited PS domain does not support required PS emergency service), the session may be attempted in the Home IM CN Subsystem of the PS domain.

5.
If a UE attempts to initiate a session and receives a 380 (Alternative Service) response with the type set to “emergency”, the UE should then re-attempt the session as indicated in steps 2, 3, and 4, and with an indication that emergency service is requested.

Concerning item 2, and the text ”If the UE is attached to more than one domain then the emergency request should be attempted as directed by the network operator.“, SA2 request further clarification when the two domains are owned by different operators. That is which operator (home operator or visited operator) that should give directive of preferred choice of domain.

2. Actions:

SA2 would appreciate if SA1 could provide further clarification on item 2.
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