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4.11
Relationship to 3GPP Generic User Profile (GUP)

It shall be possible to apply the mechanisms and format of the 3GPP Generic User Profile (GUP) to IM CN Subsystem user related data. The 3GPP Generic User Profile (GUP) is described in 3GPP TS 23.240 [31].
4.12
Downloadable media policies for IMS

In order to limit session set up time (when media proposed by the UE is not in line with network policies in the IMS nodes) and optimise radio resource usage, the following requirements shall be applied to media policy download:

1. The UEs shall follow the guidelines set by the TS 26.235.  Operator policies related to the media shall not contradict requirements set by TS 26.235.

2. The media policies shall be based on the network nodes serving the UE for IMS services.

a. There must be a mechanism whereby the UE may receive from its assigned P-CSCF the media policy objects containing the set of allowed/disallowed media types, codecs and other SDP parameters according to the local media policy.

b. There must be a mechanism whereby the UE may receive from its assigned S-CSCF the media policy objects containing the set of allowed/disallowed media types, codecs and other SDP parameters according to the local media policy and user's subscription. 

3. The developed mechanism should not adversely impact the session establishment time.

4. The developed mechanism should have minimal/negligible impact on the radio resource usage.

5. The mechanism shall be extensible, so that it can be re-used in the future to download to the UE policy objects other than media policy objects.

6. The media policy set up shall take into account the possible memory size and capacity limits of the UEs.  

7. The mechanism shall not require user intervention or interaction.

8. The mechanism shall be able to handle conflicting policies imposed by different nodes.
9. Downloadable media policies should not change frequently. As such, there is no requirement to convey the changes in the policy in a real time manner. 

10. When informed about the downloadable policy, the UE may acquire/download new policies with a frequency in the order of days.

11. IMS operators may eliminate /reduce conflicting media policy requirements by pre-establishing media policies based on roaming agreements.  How this shall be established is outside of the scope of standardization.
12. Dynamic media policy changes shall be applied using existing Release 5 mechanism (e.g. 488 Response).  Media policy download is applicable for policy changes that are reasonably static (e.g. once in a few days).
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