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1. Introduction
MBMS service announcement/discovery mechanisms allow users to request or be informed about the range of MBMS services available. Operators/service providers can provide several service discovery mechanisms taking into account the user location. The following MBMS service announcement mechanisms have been listed here:
· CBS

· MBMS Broadcast mode to advertise MBMS Multicast and Broadcast Services

· MBMS Multicast mode to advertise MBMS Multicast Services

· PUSH mechanism (WAP, SMS-PP, MMS)

· URL (HTTP, FTP)
2. Analysis

When the Operator/Service provider want to deliver MBMS user service to MBMS –capable UE, Operator/Service Provide should select one MBMS service announcement way provided by network and deliver MBMS service announcement information to MBMS-capable UE, then MBMS-capable UE can present this to MBMS user to decide how to do next. 

In some case, MBMS user does not like to receive useless or unwanted MBMS service announcement information. So there shall exists one mechanism to support the configuration function of MBMS-capable UE whether or not to receive MBMS service announcement by CBS, push mechanism, etc. 
One another user case, MBMS user has subscribed to one kind of service provided by Service Provider, and MBMS user is charged for delivery of MBMS service announcement information by operator network. So considering the cost factor, MBMS user may configure MBMS-capable UE which mechanism used to receive MBMS service announcement information.
3. Proposal

If agreed in principle, generate a CR to 23.246 that adds the following section
x.x.x MBMS user preference
An MBMS-capable UE may be configured with information about MBMS user preferences. A configured MBMS-capable UE requires minimum user interaction for different MBMS-specific purposes, e.g. receiving MBMS service announcement.
MBMS user preferences consist of a set of information elements with user-defined values. The set is a subset of information elements required for receiving MBMS service announcement. User preferences include following information elements.

· Preferred service announcement mechanism with priority (SMS, MMS, etc)

· Prohibited service announcement mechanism (CBS, etc)

Further information is FFS.
