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1. Overall Description:

SA2 thank CN4 for their LS (N4-031062) raising issues relating to the Presence service. This response LS provides SA2’s opinions of those issues.

CN4 Question: “CN4 asks SA1 and SA2 whether the non-IMS Presence service should be independent of CAMEL or is it acceptable that certain mechanisms defined for CAMEL shall be used to realise the Presence service?”

It is SA2’s view that this question should be answered by SA1 as this relates to a service requirement. SA2 would like CN4 to note that there is only one Presence service that has interfaces to IMS and non IMS nodes. Neither the stage 1 nor stage 2 documents refer to a non-IMS Service.
CN4 Question: “CN4 asks SA2 for guidance on how the signalling messages are routed in the PLMN for the Presence service.  More specifically, CN4 asks SA2 whether the Presence Network Agent is defined as a totally separate logical entity in its own physical node, or it is defined as a logical entity which can be collocated with another logical entity in the same physical node and share the same MAP interface. CN4 asks this question as CN4 is currently debating whether or not a new Sub-System Number (SSN) should be allocated to the PNA or whether it can share the same SSN as the gsmSCF.”

The Presence Network Agent is defined as a logical entity which can be collocated with another logical entity in the same physical node and share the same MAP interface..

CN4 Question: “The reference point between HSS/HLR and Presence Network Agent (Ph) is defined as follows in 3GPP TS23.141 : “This reference point uses capabilities defined for the Sh reference point as defined in 3GPP TS 23.002 [14] as well as the MAP interface.”   CN4 asks SA2 if the understanding that the Ph interface is defined for both MAP and the Sh reference point is correct and clarify the stage 2 in this respect?”
This understanding is correct. The Ph reference point capabilities are defined as those capabilities offered by the Sh reference point and the existing MAP interface. In other words Ph’s capabilities are the union of the Sh capabilities and MAP.

2. Actions:

To CN4 group

ACTION: None.
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