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1.
Discussion

The existing TS 23.279 has a message flow where CS related messages erroneously points towards the IMS core in the scenario where a user adds a CS call to an ongoing IMS session.

2.
Proposal

Vodafone proposes that the following changes to modify the figure to align with the text are approved.

8.4
User adds a CS call to an ongoing IMS session
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Figure 8.4-1: User adds a CS call to an ongoing IMS Session

1) 
The UE-A sends the SIP INVITE request to the IMS Core (A) using the address obtained during registration.

The SIP INVITE may contain CSI specific information including MSISDN and current CSI capabilities (UE and Radio capabilities) in addition to the standard information for the desired IMS service.

2)
The IMS-Core (A) forwards the SIP INVITE request to the IMS Core (B) 

3)
The IMS-Core (B) forwards the SIP INVITE request to UE-B.

4)
The UE-B sends a 200 OK

5)
The IMS Core (B) forwards the 200 OK to IMS Core (A)

6)
The IMS Core (A) forwards the 200 OK to UE-A

7)
The IMS flow continues as standard

8)
The UE-A initiates a CS call by sending a SETUP message towards UE-B

9)
The CS domain of the originating network sends an IAM message to the CS domain of the terminating network.

10)
The CS domain of the terminating network sends a SETUP message IAM of UE-A to the UE-B. 

UE-B recognises the calling party number as negotiated in SIP session setup

11)
The UE-B sends ALERTING message to UE-A

12)
The CS domain of the terminating network sends an ACM message to the CS domain of the originating network.

13)
The CS domain of the originating network sends an ALERTING message to the UE-A

14)
The UE-B sends ANSWER message to UE-A

15)
The CS domain of the terminating network sends an ANM message to the CS domain of the originating network.

16)
The CS domain of the originating network sends an ANSWER message to the UE-A

UE recognises calling party number as negotiated in SIP session setup
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