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<< First Modified Clause >>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

2G-
Second Generation

3G-
Third Generation

AC
Admission Control

AI
Application Interface (prefix to interface class method)

ANM
Answer Message (ISUP)

APN
Access Point Name

APN-NI
APN Network Identifier
ARIB
Association of Radio Industries and Business

ATD
Absolute Time Difference

BCCH
Broadcast Control Channel

BER
Bit Error Rate

BSS
Base Station Subsystem

BTS
Base Transceiver Station

CAMEL
Customised Application For Mobile Network Enhanced Logic

CAP
CAMEL Application Part

CM
Connection Management

CN
Core Network

CSE
Camel Service Environment

DL
Downlink

DNS
Domain Name System
DRNC
Drift RNC

E-OTD
Enhanced Observed Time Difference

FER
Frame Error Rate

GERAN
GSM EDGE Radio Access Network

GGSN
Gateway GPRS Support Node

GMLC
Gateway MLC

GPRS
General Packet Radio Service

GPS
Global Positioning System

HE
Home Environment

H-GMLC
Home-GMLC

H-LIMS-IWF
Home-LIMS-IWF
HSS
Home Subscriber Server

HLR
Home Location Register

HPLMN
Home Public Land Mobile Network

IMEI
International Mobile Equipment Identity

IMS
IP Multimedia Subsystem
IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

IPDL
Idle Period Downlink

LA
Location Application

LAF
Location Application Function

LBS
Location Based Services

LCAF
Location Client Authorization Function

LCCF
Location Client Control Function

LCCTF
Location Client Co-ordinate Transformation Function

LCF
Location Client Function

LCZTF
Location Client Zone Transformation Function
LCS
LoCation Services

LDR
Location Deferred Request

LIMS-IWF
Location IMS – Interworking Function
LIR
Location Immediate Request

LMU
Location Measurement Unit

LSAF
Location Subscriber Authorization Function

LSBcF
Location System Broadcast Function

LSBF
Location System Billing Function

LSCF
Location System Control Function

LSCTF
Location System Co-ordinate Transformation Function

LSOF
Location System Operation Function

LSPF
Location Subscriber Privacy Function

LSTF
Location Subscriber Translation Function

MAP
Mobile Application Part

ME
Mobile Equipment

MExE
Mobile Execution Environment

MLC
Mobile Location Center

MLP
Mobile Location Protocol

MM
Mobility Management

MO-LR
Mobile Originated Location Request

MS
Mobile Station

MSC
Mobile services Switching Centre

MSISDN
Mobile Station Integrated Services Data Network

MT-LR
Mobile Terminated Location Request

NA-ESRD
North American Emergency Service Routing Digits

NA-ESRK
North American Emergency Service Routing Key

NI-LR
Network Induced Location Request

OMA
Open Mobile Alliance
OSA
Open Service Architecture

OTDOA
Observed Time Difference Of Arrival

PC
Power Control

PCF
Power Calculation Function

PLMN
Public Land Mobile Network

PMD
Pseudonym mediation device functionality

POI
Privacy Override Indicator

PPR
Privacy Profile Register

PRCF
Positioning Radio Co-ordination Function

PRRM
Positioning Radio Resource Management
PSAP
Public Safety Answering Point
PSE
Personal Service Environment

PSMF
Positioning Signal Measurement Function

PSTN
Public Switched Telephone Network

QoS
Quality of Service

RA
Routing Area

RACH
Random Access Channel

RAN
Radio Access Network

RANAP
Radio Access Network Application Part

R-GMLC
Requesting-GMLC

RIS
Radio Interface Synchronization

R-LIMS-IWF
Requesting-LIMS-IWF
RNC
Radio Network Controller

RRM
Radio Resource Management

RTD
Real Time Difference

SAI
Service Area Identifier
SAT
SIM Application Tool-Kit

SCCP
Signalling Connection Control Part

SCS
Service Capability Server

SGSN
Serving GPRS Support Node

SI
Service Interface (prefix to interface class method)

SIM
Subscriber Identity Module


SIP
Session Initiation Protocol

SIP-URI
SIP Uniform Resource Identifier
SIR
Signal Interference Ratio

SLF
Subscription Locator Function
SLPP
Subscriber LCS Privacy Profile

SMLC
Serving Mobile Location Center

SMS
Short Message Service

SP
Service Point

SRNC
Serving RNC

SS7
Signaling System No 7

TA
Timing Advance

TEL-URL
Telephone Uniform Resource Locator
TMSI
Temporary Mobile Subscriber Identity

TOA
Time Of Arrival

UDT
SCCP Unitdata message

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunication System

USIM
Universal Subscriber Identity Module

U-TDOA
Uplink Time Difference of Arrival

UTRAN
Universal Terrestrial Radio Access Network

VASP
Value Added Service Provider

V-GMLC
Visited -GMLC

VHE
Virtual Home Environment

WCDMA
Wideband Code Division Multiple Access

Further related abbreviations are given in TS 21.905 [3].

<< Second Modified Clause >>

9.1.5
Network Induced Location Request (NI-LR)

Figure 9.4 illustrates how the initial position for an emergency service call is determined when the subscriber initiates the emergency call.
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Figure 9.4: Positioning for a NI-LR Emergency Service Call

9.1.5.1
Location Preparation Procedure 

1) 
An initially idle UE requests radio connection setup indicating a request for an Emergency Service call to the VMSC/MSC server via RAN.

2) 
RAN shall convey the CM service request to the core network. (Before having a CM connection there must be a radio connection.) The UE may identify itself using a TMSI, IMSI or IMEI.

3) 
The emergency call procedure is applied. The VMSC/MSC server determines based on the serving cell the appropriate emergency services client. The VMSC/MSC server, RAN and UE continue the normal procedure for emergency call origination towards that emergency services client. Depending on local regulatory requirements, the sending of call setup information into the PSTN may be delayed until either the UE's location has been obtained or the location attempt has failed or a PLMN defined timer has expired before location was obtained. If the serving cell serves an area that contains the service domain of multiple emergency services clients, the VMSC/MSC server may delay call setup and invoke location based routing procedures described in section 9.1.5A. Call setup information sent into the PSTN may include the UE location (if already obtained) plus information that will enable the emergency service provider to request UE location at a later time (e.g. NA-ESRD or NA-ESRK in North America, or the ISUP/BICC IAM message with location number parameter set to MSC number and the calling party parameter set to MSISDN, in E.U.).

4) 
At any time after step 2, the VMSC/MSC server may initiate procedures to obtain the UE's location. These procedures may run in parallel with the emergency call origination. The VMSC/MSC server sends a Location Request message to RAN associated with the UE's current location area (see step 6 for a MT-LR). This message includes the QoS required for an emergency call.

9.1.5.2
Positioning Measurement Establishment Procedure

5) 
RAN determines the positioning method and instigates the particular message sequence for this method, as specified in UTRAN Stage 2, TS 25.305 [1] and GERAN Stage 2, TS 43.059 [16].

9.1.5.3
Location Calculation and Release Procedure

6)
When a location estimate best satisfying the requested QoS has been obtained, RAN returns it to the VMSC/MSC server in a Location Report. As a national option, Cell ID positioning accuracy is allowed. RAN shall in its response include an indication whether the obtained location estimate satisfies the requested accuracy or not. The information of the positioning method used may be returned with the location estimate. If a location estimate could not be obtained, the RAN returns a location response containing a failure cause and no location estimate.
7)
Depending on local regulatory requirements, the VMSC/MSC server may send a MAP Subscriber Location report to a GMLC associated with the emergency services provider to which the emergency call has been or will be sent. This message shall carry any location estimate returned in step 6 including the indication received from RAN whether the obtained location estimate satisfies the requested accuracy or not, the age of this estimate and may carry the MSISDN, IMSI and IMEI of the calling UE, the information about the positioning method used and the serving cell identity or SAI of the UE. In case a SIM-less UE is used to make the emergency call, the IMEI shall be always sent and the MSISDN may be populated with a non-dialable callback number as specified in clause 6.4.3. In North America, any NA-ESRD and any NA-ESRK that may have been assigned by the VMSC/MSC server shall be included. In the E.U., the VMSC/MSC Server shall provide the identity of the PSAP to which the emergency call was connected. The message shall also indicate the event that triggered the location report. If location failed (i.e. an error result was returned by RAN in step 6), an indication of failure rather than a location estimate may be sent to the GMLC: the indication of failure is conveyed by not including a location estimate in the MAP Subscriber Location Report. The MSC/MSC server may record charging information.

8)
The GMLC acknowledges receipt of the location information. The GMLC shall store the location information for later retrieval by the emergency services LCS client.

9)
The GMLC may optionally forward the information received in step 8 to the emergency services LCS client. The GMLC may also record charging information. The client is expected to obtain the location information by requesting it from the GMLC. The information about the positioning method used may be sent with the location information from the GMLC to the LCS client.
10)
At some later time, the emergency services call is released.
11)
The MSC/MSC server sends another MAP Subscriber Location Report to the GMLC. This message may include the same parameters as before except that there is no position estimate and an indication of emergency call termination is included.
12)
The GMLC acknowledges the MSC/MSC server notification and may then delete all information previously stored for the emergency call per national regulation.
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