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1. Introduction
This document describes how a call to a VCC subscriber is terminated in the CS domain (so-called NeDS part 2 function). NeDS part 1 is out of scope from this contribution.
CCCF/NeDS is considered as a combined functional element.

2. CS Termination anchored at CCCF/NeDS; Call Directed to CS

Figure 1 below describes how signalling and bearer paths are established toward a VCC user when the user is roaming in CS Domain and the call is directed to CS. 
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Figure 1: CS Termination Anchored at CCCF/NeDS; Call Directed to CS
1.
The MGCF initiates an INVITE to the I-CSCF having a request URI in Tel URI format or the SIP URI format.

2.
I-CSCF performs location query to the HSS to retrieve application server name associated with the request URI.
3.
I-CSCF forwards the INVITE to the S-CSCF hosting the CCCF of the user.
4/5.
The S-CSCF performs normal service control and sends the INVITE to the CCCF/NeDS.

6.
NeDS requests the MSRN from the HSS.

Note: The Interface between the CCCF/NeDS and the HSS could be either an enhanced Sh or a standard MAP-C interface.

7/8.
The HSS sends a PRN to the VMSC, VMSC provides the MSRN.
9.
The HSS provides the MSRN to the CCCF/NeDS.
10.
The CCCF/NeDS sends an INVITE (MSRN) to the S-CSCF.
CCCF enables a B2BUA for execution of 3pcc function to maintain session states for the originating and terminating legs of the call in order to control bearer upon Voice call continuity procedure requests from the UE and passes the control of the incoming session back to the S-CSCF.
11-13. The S-CSCF forwards the session to the MGCF which in turn forwards it to the VMSC and to the UE in the CS domain.
3. Proposal
It is proposed to include section 2 into the TS 23.206 section 6.3 “Termination”.
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