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Introduction

The term “IP-CAN bearer attributes” is currently used with two different understandings – first for the parameters of the IP-CAN bearer that are access specific and secondly for policy and charging control related information that is applicable for an IP-CAN bearer or even for the whole IP-CAN session. We therefore propose to introduce IP-CAN session and bearer related policy information to have different terms for the second case mentioned above. 
Proposed Changes

Start of modified section

6.4
IP-CAN bearer and IP-CAN session related policy information
The purpose of the IP-CAN bearer and IP-CAN session related policy information is to provide policy and charging control related information that is applicable to a single IP-CAN bearer or the whole IP-CAN session, respectively. The PCRF provides the IP-CAN bearer and IP-CAN session related policy information to the PCEF using the PCC rule provision procedure. The IP-CAN bearer related policy information may be provided together with PCC rules or separately.

Table 6.2 lists the PCC related IP-CAN bearer and IP-CAN session related policy information:

	Attribute
	Description
	PCRF permitted to modify the attribute
	Scope

	Charging information
	Defines the containing OFCS and/or OCS addresses.
	no
	IP-CAN session

	Event trigger
	Defines the event(s) that shall cause a re-request of PCC rules for the IP-CAN bearer.
	yes
	IP-CAN session

	Authorized QoS
	Defines the maximum authorised QoS for the IP-CAN bearer.
	yes
	IP-CAN bearer


Table 6.2 PCC related IP-CAN bearer and IP-CAN session related policy information
Upon the initial interaction with the PCEF, the PCRF may provide Charging information containing OFCS and/or OCS addresses to the PCEF defining the offline and online charging system addresses respectively. These shall override any possible predefined addresses at the PCEF.

Upon every interaction with the PCEF, the PCRF may provide event triggers for the IP-CAN session. Event triggers are used to determine which IP-CAN bearer modification causes the PCEF to re-request charging rules.

The authorized QoS provides an upper bound on the resources that can be reserved or allocated for the IP-CAN bearer. The authorized QoS applies for an IP-CAN bearer and may be included to the initial or to subsequent PCC rule provisioning procedures.
End of modified section
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