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1
Introduction
An important aspect of the identification of the IMS communication services is the administration of the IMS communication service identifier values.  Section 6.1 of TR 23.816 describes some of the requirements for the administration of the IMS communication service identifier and so far the actual means to perform the administration have not been addressed.  While the final mechanism for the administration of the IMS communication service identifier is a stage 3 issue, the TR should provide some assistance in this manner by at least identifying some possibilities.  This contribution addresses the issue of the administration of the IMS communication services.
2
Discussion
While the exact solution for the administration of the IMS communication service identifier will be dependant on the stage 3 solution finally chosen, it is hoped that an IETF compatible mechanism (such as the feature tag) is ultimately chosen, the TR addresses both the eventuality that an IETF compatible mechanism is chosen and that a 3GPP specific mechanism is chosen.
In the desired eventuality that an IETF compatible solution is chosen then 3GPP could take out an identifier from the IETF that represents a range of identifiers, and 3GPP could administer the IMS based identifiers.  In the case that the feature tag was chosen, then one example is that 3GPP aggress with the IETF that all of the feature tags of “+g.ims.*” are administered by 3GPP.
In order to capture the values that 3GPP administer, then these values could be captured in an annex of an existing specification such as TS 24.229 or TS 23.003.  In such a case, then in order to request a value of an identifier, then this could be a company contribution or through dealing with the working group chair.  A preference would be to handle this at the CT level as opposed to a working group level.
An alternative approach would be to have a WEB page in 3GPP and have this administered via the MCC.  This approach seems to remove the possibility for discussing the validity of a request for an IMS communication service identifier.

3
Proposal
This contribution proposes that the following text is included in TR 23.816.

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

Abbreviation format

IANA
Internet Assigned Numbers Authority (IANA)



6
Administrative procedures for the IMS communication service identifier

6.1
Requirements on the administrative procedures for the IMS communication service identifier

In order to support the industry to use the IMS in a suitable manner, an efficient means to administer a communication service identifier is required. This section outlines some of the requirements on the administration of a communication service identifier.

The requirements on the administration of a communication service identifier are:

-
The communication service identifier shall be globally unique.

-
Organisations producing specifications or recommendations utilising the IMS shall be able to obtain a communication service identifier for a communication service they define.

-
When a standardisation organisation is allocated a communication service identifier, the reference to the specifications describing communication service shall be recorded.

-
For IMS communication services that have related presence attributes the description containing the IMS communication service identifier shall contain a reference to the related presence attributes and specification.

Editors Note:
The requirements on the administration of propitiatory communication service identifiers is FFS.

6.2
Administrative procedures for the IMS communication service identifier


The final details for the administration of the IMS communication service identifier is a stage 3 issue.  This section describes a few of the possible approaches that could be adopted.
The means to administer an IMS communication service identifier is also dependant upon the final stage 3 solution.  If a stage 3 solution re-uses and existing IETF SIP mechanism or parameter such as the feature tag, then 3GPP should consider to take out a range and administer the IMS communication service identifiers from within that range.

For the values that 3GPP is to administer, then the following non-exhaustive list of approaches have been identified:

· Include an annex in an existing specification (such as TS 24.229 or TS 23.003) where the agreed IMS communication service identifiers can be listed.  It would be preferable that the additions and deletions to this list were agreed at the CT plenary meeting.

· Establish a web page where the agreed values are taken.  This approach would require to create a set of criteria to that must be fulfilled in order to have an IMS communication service identifier allocated, and would require e.g. MCC support for this approach.  This approach seems to remove the possibility for discussing the validity of a request for an IMS communication service identifier.
Alternatively, an additional approach is that the administrative procedure for the IMS communication service identifier utilizes RFC2506 [1], where a well defined registration with Internet Assigned Number Authority (IANA) is documented to ensure globally unique of the IMS communication service identifier.
NOTE:  
There maybe IMS communication service identifiers that are not administered by the above means. 
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