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1.
Introduction

This paper introduces new text for call origination procedure. The contents in this paper are resubmission of S2-060551, the original version was submitted in Japan, revised in Budapest and extensively discussed in the SA2 e-mail reflector. 

2. Discussion

********** start of new text **********

6.2.1 Origination

6.2.1.0 General

In order to facilitate control of the bearer path upon domain transfer, VCC user initiated voice calls from a VCC capable UE in CS domain or IMS are anchored at CCCF. 

6.2.1.1 UE Origination from CS Domain using CAMEL

VCC UE originated voice calls are anchored at the CCCF.  The original called party number along with other information required to complete the call is made available such that the CCCF can originate a call to the remote party on behalf of the VCC user using the CCCF’s third party call control function [3GPP TS23.228, section 4.2.4]. 

VCC UE voice calls are anchored at the user’s home IMS network using CAMEL.  The UE establishes the call using standard call origination procedures; CAMEL origination triggers at the VMSC invoke signalling towards the CCCF. If domain transfer can be supported for this call, the CCCF responds instructing the VMSC to route the call toward the IMS. If domain transfer cannot be supported, the CCCF responds instructing, the VMSC to continue with normal call origination procedures. 

Figure (x.1-1) describes the initial session setup of Mobile Originated Call processing for a VCC user initiated call from CS domain when using CAMEL for originating redirection to the IMS.
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Figure x.1-1 CS Call Origination from the VCC User

1. The VCC user originates a voice call in the CS domain using a VCC capable UE to party-B according to "Information flow for an MO call" in 3GPP TS 23.018 [xx] 

2. Origination triggers at the VMSC are detected; VMSC sends an InitialDP (IDP) message towards the CCCF.  The CCCF is in the user’s home IMS network
3. The CCCF uses the calling party number in the IDP message to decide to anchor this call in the CCCF. It is FFS how the CCCF makes this decision.
4. The CCCF allocates an IMRN. The CCCF responds with a Connect message containing the IMRN.  The IMRN is a routing number that will route to the CCCF.
5. The VMSC routes the call towards the user’s home IMS network using the IMRN via an MGCF in the home network

6. The MGCF initiates an INVITE towards the I-CSCF in the home IMS of the originating VCC user
7. The I-CSCF routes the INVITE based on one of the following standard procedures specified in "PSI based Application Server termination – direct  and PSI based Application Server termination – indirect" procedures in  3GPP TS 23.228 [x]

7a. The I-CSCF forwards the INVITE to the CCCF via the S-CSCF that is assigned to the CCCF PSI

7b. The I-CSCF forwards the INVITE directly to the CCCF 
8. The CCCF uses the IMRN to retrieve the called party number, the calling party number and other information. Using AS originating procedure, CCCF initiates the INVITE on behalf of the VCC user to party-B via the VCC user's S-CSCF.  To find the S-CSCF for the VCC user, the CCCF will request the address of the S-CSCF (if not available already) for the public user identity of the VCC user in accordance with section 5.6.5 of 3GPP TS 23.228 [x]
Standard call setup procedures are followed to complete call setup.

6.2.1.2 UE Origination from IMS Domain

Existing Mobile Origination procedures described in 3GPP TS 23.228 [x] sections 5.6.1 or 5.6.2 are used to establish a session. Originating iFC for the VCC user results in routing of the IMS originating sessions to the CCCF in the home IMS network, where the CCCF uses 3rd party call control  as per 3GPP TS 23.228 [x] to initiate a call to the remote party on behalf of the user. 

********** end of new text **********

3.
Conclusion and Proposal

Agree to include the above text in TS 23.206 in section 6.2.1.
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