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1. Discussion 

In the latest 23.819 document, the third and forth bullets of the architectural requirement say:

· A UE originating an IMS session shall not need to be aware of whether this session is terminated to a CS domain or to an IMS domain.
· A UE terminating an IMS session shall not need to be aware of whether this session is originated from a CS domain or an IMS domain.
 As we know that the IMS sessions to CSI termination maybe be splitted into two sessions, one terminates to CS domain and another terminates to IMS domain. In the same way, the IMS sessions from CSI origination also can come from both CS domain and IMS domain simultaneously. So we propose to change the above bullets as following: 

        A UE originating an IMS session shall not need to be aware of whether this session is terminated to a CS domain or/and to an IMS domain.
· A UE terminating an IMS session shall not need to be aware of whether this session is originated from a CS domain or/and an IMS domain.
2. Conclusion: 
The proposed text is as following:
First Proposed change:
*** START CHANGE ***

The following general requirements are applicable to CSI interworking:

· When a UE originates a voice call via IMS toward a CSI capable UE, the voice call shall be able to be transferred to the terminating CS domain.

· When a UE originates a combined IMS session with both non-realtime and realtime media components toward a CSI capable UE, some of the realtime media components shall be able to be transferred to the terminating CS domain and the remaining media components shall be able to remain in the terminating IMS /PS domain. 

· A UE originating an IMS session shall not need to be aware of whether this session is terminated to a CS domain or/and to an IMS domain.
· A UE terminating an IMS session shall not need to be aware of whether this session is originated from a CS domain or/and an IMS domain.
· The terminating CS domain and the originating IMS domain shall not to be impacted.

· The impact on UE behaviour relating to the origination and termination of IMS sessions shall be minimized.
· The impact on UE behaviour relating to the origination and termination of CS calls shall be minimized.
*** END CHANGES ***
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