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Discussion

The purpose of this contribution is to provide the architectural requirements when a Tel URI format of a public user identity requests a GRUU. Since a public user identity in the Tel URI format may not be registered, assigning a GRUU to this public user identity should be discouraged. For such a scenario the GRUU is requested for the equivalent SIP URI that includes the body of the TEL URI in the user part of the SIP URI, together with the domain name of the provider and a ‘user=phone’ parameter. The resulting GRUU is used for both the SIP and TEL forms of the public user identity.
Proposal

*** START CHANGE ***

5.2 
Architecture Requirements

The solution for support of GRUU in the IMS should fulfil the following architectural requirements:

1. A GRUU shall be registered in the IMS network with a unique combination of specific Public User Identity and UE.

2. A UE shall be able to request a GRUU that is tied to a specific Public User Identity at a specific UE at the time of registration of the Public User Identity.
3. It shall be possible to create  GRUU for the SIP or SIPS URI format of the public user identity. For a TEL URI format of the public user identity, it shall be possible to create GRUU for the SIP URI equivalent of the TEL URI. 
4. The IMS network shall be able to receive a request for generation of a GRUU for a specific Public User Identity at a specific UE and be able to generate such a GRUU and send it back to the UE that requested it.
5. The IMS network shall be able to reject a request to generate a GRUU either because 

a. the IMS network has no support for the ability to generate a GRUU.

b. the IMS network has support to generate a GRUU but rejects the request to generate a GRUU.

Editors note:  Item b needs to be expanded upon to state reasons why a request has been rejected.  

6. When the IMS network receives a request to generate a GRUU for a specific Public User Identity, the IMS network shall also generate GRUUs for all implicitely registered Public User Identities.  The IMS network shall communicate all these other GRUUs to the UE.

7. The IMS network always generates the same GRUU for a given Public User Identity and Instance Identifier combination.
8. The IMS network shall be able to derive the Public User Identity directly from the GRUU.
9. The IMS network shall be able to route requests destined to a GRUU to the UE registered with that GRUU.The IMS network does not fork SIP requests destined to a GRUU.

10. The IMS network will be able to generate a GRUU for any UE registered with a valid SIP or TEL URI.

11. A UE that is capable of supporting GRUUs shall be able to differentiate between a GRUU and a Public User ID.

12. A UE shall be able to establish a session or non-session related communication with another UE using a GRUU.

13. A UE supporting GRUUs shall be able to inter-work with an IMS network not supporting GRUUs.

14. A UE supporting GRUUs shall be able to inter-work with an  UE not supporting GRUUs. 

15. A UE or network that does not support GRUUs shall not be negatively affected when communicating with a network or UE supporting GRUUs.
16. It shall be possible to define iFCs that match the Public User Identity part of a GRUU.
17.  As all registrations pertaining to a particular Public User Identity are directed to the same S-CSCF, registrations of all GRUUs associated with a specific Public User Identity shall also be directed to the same S-CSCF.
*** END OF CHANGES ***
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