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1.
Discussion

During the discussion in SA2#50 in Budapest, it has been decided that the network shall be able to restrict the domain transfer to a single direction (e.g. if domain transfers are only allowed from IMS to CS, then they are restricted once the UE is in CS). It has also been decided that domain transfers shall be restricted temporarily, e.g. when mid-call services are in progress.

In either case, the network needs to be able to indicate this information to the UE, in order for the UE to avoid trying to perform domain transfers that are going to fail.

The network shall be able to transmit an indication to the UE, that restricts the domain transfer temporarily (for this call), or permanently (for all subsequent calls).

The actual mechanism to transport the request to the UE is described in another contribution (S2-060878).

2.
Proposed changes

First change

6.4.x
Restriction of domain transfer

The operator may decide to prevent unwanted domain transfers for VCC UEs, due to e.g. operator policy, network conditions, call-related conditions (such as execution of mid-call services for which domain transfer is not possible).
The CCCF may send a message to the UE restricting the capability of performing domain transfer. This command may be restricted to an ongoing call anchored in IMS, or may be valid as long as the UE has registered itself as a VCC UE. The network may subsequently remove the restriction by sending an other indication to the terminal. As long as the restriction is in place, domain transfers are not allowed and shall be rejected by the network.
The restriction message may indicate that the restriction is in place for the ongoing call(s) only, or that it applies to all calls as long as the UE is registered as a VCC UE. It may specify the direction for the restriction if necessary.
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Figure 6.4.x-1
Restriction of domain transfer
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Figure 6.4.x-2
 Cancellation of domain transfer restriction
End of changes
3.
Proposal

It is proposed to include the changes in section 2 in the TS 23.206.
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