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Introduction

This document proposes adding a figure showing the GGSN as the GW for PCC to the GPRS specific Annex. By adding a figure it becomes easier to read and understand.
Also definitions for the GPRS and I-WLAN IP-CANs are proposed. And references to TSs 23.060 and 23.234 are added.
Proposed changes follow below:

*********************************** first proposed change******************************
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the [following] terms and definitions [given in ... and the following] apply.

authorised QoS: The maximum QoS that is authorised for a service data flow. In case of an aggregation of multiple service data flows within one IP-CAN bearer (e.g. for GPRS a PDP context), the combination of the "Authorised QoS" information of the individual service data flows is the "Authorised QoS" for the IP-CAN bearer. It contains the QoS class and the data rate.

binding: The association between a service data flow and the IP-CAN bearer (for GPRS the PDP context) transporting that service data flow.

binding mechanism: The method for creating, modifying and deleting bindings.
charging key: information used by the online and offline charging system for rating purposes.
gating control: The process of blocking or allowing packets, belonging to a service data flow, to pass through to the desired endpoint. 

GPRS IP-CAN: This IP-CAN incorporates GPRS over GERAN and UTRAN, see TS 23.060 [xx].
IP-CAN bearer: An IP transmission path of defined capacity, delay and bit error rate, etc. See TS 21.905 [8] for the definition of bearer.
IP-CAN session: The association between a UE and an IP network (for GPRS, APN). The association is identified by a  UE IP address together with a UE identity information, if available. An IP-CAN session incorporates one or more IP-CAN bearers. Support for multiple IP-CAN bearers per IP-CAN session is IP-CAN specific. An IP-CAN session exists as long as the UE IP address is established and announced to the IP network. 

I-WLAN IP-CAN: This IP-CAN incorporates 3GPP IP access of I-WLAN, see TS 23.234 [yy].
packet flow: A specific user data flow carried through the PCEF. A packet flow can be an IP flow. 

PCC rule: A set of information enabling the detection of a service data flow and providing parameters for policy control and/or charging control. 

service data flow: An aggregate set of packet flows. 

service data flow filter: A set of IP header parameter values/ranges used to identify one or more of the packet flows constituting a service data flow. A service data flow filter of a PCC rule that is predefined in the GW may use parameters that extend the packet inspection beyond the IP 5 tuple.

service data flow template: The set of service data flow filters in a PCC rule, required for defining a service data flow.

service identifier: An identifier for a service. The service identifier provides the most detailed identification, specified for flow based charging, of a service data flow. A concrete instance of a service may be identified if additional AF information is available (further details to be found in clause 6.3.1).
session based service: An end user service requiring application level signalling, which is separated from service rendering.

PCC decision: A decision consists of PCC rules and IP-CAN bearer attributes, which is provided by the PCRF to the PCEF for policy and charging control.
policy control: The process whereby the PCRF indicates to the PCEF how to control the IP-CAN bearer. Policy control includes QoS control and/or gating control.

subscriber category: is a means to group the subscribers into different classes, e.g. gold user, the silver user and the bronze user.
*********************************** second proposed change******************************
Annex A (normative):
Access specific aspects

A.1
GPRS

A.1.0
General

The GPRS IP-CAN employs, for an IP-CAN session, the concept of PDP contexts in order to provide an information transmission path of defined capacity (QoS). For GPRS, the IP-CAN bearer is the PDP context.
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Figure A.1.1:  The GPRS IP-CAN.

***********************************end of first proposed change***************************
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