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Abstract of the contribution: Updates 23.808 to reference the current version of IETF drafts, and corrects a reference numbering error
Discussion

New versions of two IETF drafts referenced by TR 23.808 have been issued, for draft-ietf-sip-gruu-07 and draft-ietf-sipping-gruu-reg-event-04. Also a previous revision to TR 23.808 assigned the same number to two different references.
Conclusion
The reference section of TR 23.808 should be updated, as well as the incorrectly numbered reference, as follows
*** START CHANGE ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
draft-ietf-sip-gruu-07 (March 2006): “Obtaining and Using Globally Routable User Agent (UA) URIs (GRUU) in the Session Initiation Protocol (SIP)”, work in progress

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[2]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[3]
3GPP TS 23.279: "Combining Circuit Switched (CS) and IP Multimedia Subsystem (IMS) services; Stage 2".
[4]
draft-ietf-sipping-gruu-reg-event-04.txt (April 2006): “Registration Event Package Extension for Session Initiation Protocol (SIP) Globablly Routeable User Agent URIs (GRUUs)”, work in progress.
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

*** END OF CHANGE ***

*** START CHANGE ***

6.3.2.1 Allocating a GRUU during registration

The S-CSCF, when receiving a registration request from a UE that includes an  instance id, shall allocate a GRUU. If the UE indicates support of GRUU in the REGISTER request, then the S-CSCF shall return the GRUU in the registration response. The GRUU shall be formed by combining the public user identify and the instance id such that the public user identity can be readily extracted from the GRUU.

Note that as long as the instance id provided in the register request is the same, the resulting GRUU will always be the same for a given public user identity.
If there are implicitly registered public user identities, the S-CSCF shall generate a GRUU for each implicitly registered public user identity.

When sending notification for the registration event package, the S-CSCF shall  use the extension defined in [4] to include the GRUU for each registered Contact that has been assigned a GRUU.
*** END OF CHANGE ***
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