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SUMMARY
The drafting group was chaired by Gavin Wong (Vodafone) and was held on Wednesday (10th May) afternoon. 

The drafting group reviewed all input contributions on the two work items: LCS in I-WLAN and Release 7 enhancements for LCS. 

It was commented that the rapporteur for TR 23.837 should check all abbreviations are used and remove those that aren’t and also add a reference to TR 21.905.
ACTIONS REQUESTED FROM SA2#52 PLENARY

1 AGREED DOCUMENTS TO BE APPROVED (without explicit presentation):

1.1 Input TR

	S2-061293


1.2 Changes directed to TR 23.837

	S2-061880

	S2-061297

	S2-061298

	S2-061877

	S2-061878


1.3 CRs to TS 23.271

	S2-061882

	S2-061883


2 OPEN DOCUMENTS TO BE HANDLED:

	S2-061875

	S2-061876

	S2-061881


Annex A – Detailed history of documents

	Doc No.
	Type
	Title
	Source
	Spec
	WI
	Discussion
	Conclusion

	S2-061276
	CR
	Clarification of Periodic Deferred Location Request Procedure
	Qualcomm
	23.271
	LCS3
	 Need to be careful about the usage of the term supplementary services since it has been clarified in the past that LCS is not an SS.
	Revised S2-061882

	S2-061882
	CR
	Revision of S2-061276
	Qualcomm
	
	
	
	Agreed

	S2-061277
	DISCUSSION
	Use of Try-and-Fail Approach to determine UE support  for a Periodic Location Deferred Request
	Qualcomm
	23.271
	LCS3
	Generally seen as useful
	 Noted

	S2-061293
	TR
	TR 23.837 V0.2.0
	LG Electronics (Rapporteur of LCS for I-WLAN)
	23.837
	LCS3-IWLAN
	
	 Agreed

	S2-061294
	P-CR
	Clarification on MT-LR of LCS over I-WLAN
	LG Electronics, Cingular
	23.837
	LCS3-IWLAN
	 There is an issue with multiple tunnels and multiple PDGs for the same UEs that require further investigation. SMS SUPL initiation should be optional.
	Revised S2-061875

	S2-061875
	P-CR
	Revision of S2-061294
	LG Electronics, Cingular
	
	
	
	Open

	S2-061295
	P-CR
	Location information handling in UE Originated Procedure of LCS over I-WLAN
	LG Electronics, Cingular
	23.837
	LCS3-IWLAN
	 Location estimate is not stored in the HLR/HSS. Make FFS. 

Storing of the location in GMLC should be subject to privacy settings. 

Add regional requirements from 1421 as necessary
	Revised S2-061876

	S2-061876
	P-CR
	Revision of S2-061295
	LG Electronics, Cingular
	
	
	
	Open

	S2-061296
	P-CR
	Location information handling in MT-LR of LCS over I-WLAN
	LG Electronics
	23.837
	LCS3-IWLAN
	Location estimates probably not needed to be sent to the AAA – might not be very accurate.
	Revised S2-061880

	S2-061880
	P-CR
	Revision of S2-061296
	LG Electronics, Cingular
	
	
	
	Agreed

	S2-061297
	P-CR
	Radio Network considerations on LCS over I-WLAN
	LG Electronics, Cingular
	23.837
	LCS3-IWLAN
	Radio Network considerations for LCS over I-WLAN are proposed in the text proposal to be included in TR 23.837.
	Agreed

	S2-061298
	P-CR
	Abbreviations for TR 23.837
	LG Electronics, Cingular
	23.837
	LCS3-IWLAN
	Note to editor to add reference to the 21.905 for symbols, abbreviations and remove any unused ones.
	 Approved 

	S2-061299
	P-CR
	Architectural considerations on LCS over I-WLAN
	LG Electronics, Cingular
	23.837
	LCS3-IWLAN
	Section numbering to be corrected.

Refer to SUPL spec for SLP only additional functionality. 
	Revised S2-061878.

	S2-061878
	P-CR
	Revision of S2-061299
	LG Electronics, Cingular
	
	
	
	Agreed

	S2-061420
	P-CR
	Enhancement of IMS Emergency related LCS functions
	Nokia
	23.837
	LCS3-IWLAN
	Optimisations should be FFS. 

Need to reflect IMS emergency TS where SIP is an optional interconnection. 

Question on the usage of the term location identifier.
	Revised S2-061881

	S2-061881
	P-CR
	Revision of S2-061420
	Nokia
	
	
	
	Open

	S2-061421
	P-CR
	Enhancements to WLAN LCS procedures
	Nokia
	23.837
	LCS3-IWLAN
	Some concerns over the use of the MAC address as a solution. Fundamental assumption that OMA SUPL is part of GMLC – might need to be combined with 1299.

UICC-less UE should be replace with ME.
	 Revised S2-061877

	S2-061877
	P-CR
	Revision of S2-061877
	Nokia
	
	
	
	Agreed

	S2-061422
	WITHDRAWN
	 
	Nokia
	23.837
	LCS3-IWLAN
	Withdrawn before meeting
	WITHDRAWN

	S2-061423
	WITHDRAWN
	 
	Nokia
	23.837
	LCS3-IWLAN
	Withdrawn before meeting
	WITHDRAWN

	S2-061504
	CR
	Resending location request in VGMLC to improve LCS reliability
	ZTE
	23.271
	LCS3
	Revised before presentation
	 Revised S2-061879.

	S2-061879
	CR
	Revision of S2-061504
	ZTE
	
	
	Makes more sense for RAN to perform the retries as opposed to the GMLC performing retries.

Stage 1 requirement should already be met, but almost certainly should not be unconditional as may expedite radio resources.
	Revised S2-061884

	S2-061884
	CR
	Revision of S2-061884
	ZTE
	
	
	For further study / resubmit to next meeting
	Withdrawn

	S2-061505
	CR
	Missing definition of the abbreviation for SoLSA
	ZTE 
	23.271
	LCS3
	Already catered for in TR21.905. But question on whether SoLSA is still a valid term / service in R7.
	Noted

	S2-061506
	CR
	Adding information in location service request between LCS Servers
	ZTE
	23.271
	LCS3
	Editorial changes.
	 Revised S2-061883.

	S2-061883
	CR
	Revision of S2-061506
	ZTE
	
	
	
	Agreed


