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1 Introduction

It is proposed to add Section 2 as an additional Subsection 7.12.5 in TR 23.882.

2 Terminology 
The term Application Function (AF) is defined in TS 23.207. The terms Policy and Charging Rules Function (PCRF) and Policy and Charging Enforcement Function (PCEF) are defined in TS 23.203.

A dedicated SAE bearer is associated with uplink packet filters in the UE and downlink packet filters in the PCEF where the filters only match certain packets. A default SAE bearer is associated with “match all” uplink and downlink packet filters in the UE and the PCEF, respectively. Only a single default SAE bearer can be established for each of a UE’s IP address. 
An SAE bearer is referred to as a GBR SAE bearer if dedicated network resources related to a Guaranteed Bit Rate (GBR) value that is associated with the SAE bearer are permanently allocated (e.g., by an admission control function in the eNB) at SAE bearer establishment/modification. Otherwise, an SAE bearer is referred to as a Non-GBR SAE bearer.
A dedicated SAE bearer can either be a GBR or a Non-GBR SAE bearer. A default SAE bearer shall be a Non-GBR SAE bearer.

An operator‑controlled Rx service is a service for which the PCEF receives from the PCRF service specific uplink/downlink packet filters and service specific QoS parameters where the QoS parameters have been derived from information that the PCRF received over the Rx interface from an AF. 

An operator‑controlled Gx‑only service is a service for which the PCEF receives from the PCRF service specific uplink/downlink packet filters and service specific QoS parameters without any interaction across an Rx interface. 


NOTE:
A single PCEF may realize any combination of operator‑controlled Rx and Gx‑only services on the same or different SAE bearers.


NOTE:
An operator‑controlled Gx‑only service may be realized based on a default SAE bearer or a dedicated Non-GBR SAE bearer. An operator‑controlled Gx‑only service realized based on a dedicated GBR SAE bearer is FFS.

3 Conclusions
It is has been concluded by SA2 to add Section 2 as an additional Subsection 7.12.5 in TR 23.882 [1].
4 References

[1] TR 23.882 V 1.1.0.
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