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Abstract of the contribution:This contribution proposes to include domain preference for ongoing calls as an operator policy to be communicated to the UE. This is a resubmission from S2-062057 submitted in SA2#53 in Lisbon.
1. Discussion

An operator may have policies the preferred domain to be used by VCC subscribers. If such a policy is set, and whenever the preferred access becomes available, a UE with an ongoing call on the other domain should initiate a domain transfer to comply with the operator policy.

For example, an operator may prefer its subscribers to use IMS whenever possible. If a user initiated a call in the CS domain (e.g. there was no suitable IMS connectivity at the time), and if the call has been anchored in IMS by the VCC application, the UE should initiate a domain transfer whenever possible to move the call to the IMS.
However, section §6.8 of the current version of TS 23.206 does not address this operator policy. The proposed change clarifies that the preferred domain for ongoing calls is also part of the operator policies that are communicated to the UE.
2. Proposed changes

First change

6.8
Other procedures

6.8.1
User preferences and operator policy

User preferences shall be taken in account by the domain selection function when deciding over which domain an incoming voice call shall be routed to the VCC UE. User preferences may be transmitted over the UE-VCC application reference point, and indicate which domain is preferred for routing terminating calls when the VCC UE is registered on both accesses.

Operator policy is provisioned in the network by the operator, and should be communicated to the UE whenever the policies are updated. It shall indicate which network is preferred for originating calls performed by the VCC UE, which domain is preferred for ongoing calls, and whether domain transfer is restricted to a single direction (i.e. IMS to CS or CS to IMS). The UE shall take this information in account when deciding which access to use for outgoing calls or before considering initiating domain transfer.

End of changes
3. Proposal
It is proposed to include the changes in section 2 to TS 23.206.
3GPP

SA WG2 TD


