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Abstract of the contribution: the contribution focuses on the issue of IP MM selection and proposes changes to TS 23.402.
1. Introduction

This contribution is a companion document to S2-072309. This contribution proposes to include text about the IP mobility management selection in TS 23.402, based on the argument discussed in S2-072309. 

2. Proposal

The proposal is to add the following text to TS 23.402.
**** Start of first change ****

5.4.2.3 Mobility Management Mechanism Selection
The UE provide its mobility management capability (e.g. CMIP support, PMIP support or both) during the mobility management mechanism selection upon network attachment. If the UE supports both mobility management mechanisms, the UE may provide an indication of the preferred mobility management mechanism to be used. 
Editor’s note: the specific mechanism to provide such information is FFS.
The decision of which IP mobility mechanism to use is made in the network and is based on a combination of one or more of home network policies, visited network policies and capabilities, and user profile. 
Editor’s note: the specifics of the mechanism used to decide which mobility mode is used are FFS. 
**** End of first change ****

**** Start of second change ****

5.6
Handover

<This section describes the information flows for handover between 3GPP and non-3GPP accesses>

5.6.1
Mobility Management Mechanism Selection
Editor’s note: it is FFS whether additional mechanisms with respect to section 5.4.2.3 are needed at handover. 
**** End of second change ****
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