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1.
Introduction
There are many different expressions in the current specification for the OMA SIMPLE IM, such as “ IMS Message”, ” IM message”,“ OMA SIMPLE IM” ,”OMA IM messages”, ”text coded/pure IM”. To clarify the confusion, it is proposed to use “Instant Message” to stand for the OMA SIMPLE IM and to renew the reference for OMA SIMPLE IM as OMA-TS-SIMPLE_IM-V1_0-20070720-D.
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

IMS origination: origination of an Instant Message by an IMS UE. 
IMS termination: termination of an Instant Message by an IMS UE.

SMS origination: origination of a Short Message (including SMS over IP) by an SMS capable UE, as defined in 3GPP TS 23.040 [6] and 3GPP TS 23.204 [5].
SMS termination: termination of a Short Message (including SMS over IP) by an SMS capable UE, as defined in 3GPP TS 23.040 [6] and 3GPP TS 23.204 [5].
SMI AS: an application server in IMS that serves as a control entity for the service level interworking. The functionality can be standalone or co-hosted with any existing application server (e.g., IP-SM-GW).
SIMPLE IM service: the Instant Messaging Service as defined in the OMA-TS-SIMPLE_IM-V1_0-20070720-D [8]. 
SMS: the Short Message Service as defined in the 3GPP TS 23.040[6]

SMSIP MESSAGE: an immediate message as defined in 3GPP TS 23.228 [4], which encapsulates a SM in its text body.
Instant Message: an Instant Message as defined in the OMA-TS-SIMPLE_IM-V1_0-20070720-D [8]. 
SMSIP UE: a UE which supports SMSIP MESSAGE.
3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:.
<ACRONYM>
<Explanation>
Next modified section

5         Scenarios for service-level interworking 
5.1
General

The following sections describe the use cases and the scenarios to consider in this TR. Note that other scenarios could be added when identified.
5.2   Capability of the UE

The set of supported capabilities of the UE in the terminated network is important for the network entity to decide whether service level interworking is needed. From the terminal’s perspective, supporting Instant Message implies that the UE is an IM Client. At least, it requires the UE to support IM feature-tag '+g.oma.sip-im' and IMDN procedure for message delivery report. However, for SM over CS/PS domain, it requires UE to support SMS protocol stack, for SM over IP as defined in 3GPP TS 23.204 [x], it requires the UE to support both the SMS protocol stack and IMS SIP MESSAGE. As a result, different sets of UE capabilities should be considered when identifying the interworking scenarios.

Category one: IMS registered UE only supporting Instant Message
This type of UE registers to the Instant Message service as well as the IMS service. However, it only supports the Instant Message format. In other words, service level interworking needs to be done when Short Message is received from the other side based on the capability of the UE. Otherwise, the UE is not able to resolve the message format. 

Category two: IMS registered UE only supporting SMSIP MESSAGE

This type of UE registers to the IMS service but does not register to Instant Message service and it supports the SMSIP MESSAGE format. In this case, when it is sent an Instant Message, service level interworking is needed. 
Category three: IMS registered UE supporting both SMSIP MESSAGE and Instant Message
This type of UE registers to the Instant Message service as well as the IMS service and it supports the SMSIP MESSAGE and Instant Message simultaneous. This means that when it is sent a Short Message, no message format translation is needed, and it is only necessary to encapsulate the Short Message in the text body of the SIP MESSAGE. Optionally, service level interworking can be also performed based on the preference and the subscription of the user for this type of UE. 

Category four: SM UE over PS/CS

This type describes legacy UEs that only support short messages. When it is sent an Instant Message, service level interworking is required, otherwise, the UE is not able to resolve the message format. 

5.3
Use cases
5.3.1      IM user with non SMS capable UE receives short message from an SMS user
An IMS registered user with SIMPLE IM service receives an SMS message formatted via service-level interworking to an Instant Message.

5.3.2      IM user with non SMS capable UE sends an Instant Message to an SMS user 

An IMS registered user with SIMPLE IM service sends an Instant message to an SMS recipient formatted via service-level interworking to an SMS message.
5.3.3      IMS registered user with delivery preferences set to SMS for receiving short messages
An IMS registered user with SIMPLE IM service sends an Instant Message to an IMS registered recipient where the recipient has set terminating user preferences to deliver all Instant Messages via SMS (perhaps because the user is not available in IMS).
5.3.4      Concatenated SMS messages delivered as an IM large message

 An IMS registered user with OMA IM service receives an SMS via service-level interworking to MSRP (needed for large SMS's).

5.3.5      IM large message delivered as concatenated SMS messages

An IMS registered user with OMA IM service sends a message via MSRP (needed for a large message) where the recipient is not an IMS user.

5.3.6      IM user with delivery preferences set to SMS for large messages

 An IMS registered user with OMA IM service sends a  message via MSRP where the recipient is an IMS user but the user has set terminating user preferences to deliver all Instant Messages received via MSRP via SMS (perhaps because the user is not available in IMS) .

5.3.7      Prevention from being interworked 

Some SMS messages are prevented from being interworked to IMS based on the specific SMS service (e.g., a priority SMS, OTA SMS, etc,).
5.3.8     IM user sends an Instant Message to an SMSIP UE

An IM user sends an Instant Message to an SMSIP UE via the service level interworking to an encapsulated SIP MESSAGE. 

5.3.9     SMSIP UE sends an SMSIP MESSAGE to an IM user with non SMS capable UE

An SMSIP UE sends an encapsulated SIP MESSAGE to an IM user with non SMS capable UE via the service level interworking to an Instant Message. 

5.4
Scenarios
5.4.1 Scenario 1: IM origination and SMS termination

-    A IM UE initiates an Instant Message and the Instant Message is terminated as an Short Message in the CS or PS domain to a SMS UE. 

[image: image1]
Figure 5.1 interworking scenario of IM origination and SMS termination
5.4.2 Scenario 2: SMS origination and IM termination 
-    A SMS UE initiates a Short Message over CS or PS domain and the Short Message is terminated as an Instant Message in the IMS to an IM UE. 


[image: image2]
Figure 5.2 interworking scenario of SMS origination and IM termination
6
Architectural Requirements 
The SMS-IM service level interworking architecture shall allow for the following:
-     The service level interworking is a value added service which requires service subscription, In addition, it shall also be able to take the operator’s policy into account, e.g. checking on the barring setting of the subscriber to determine whether to provide this interworking or not, so the service authorisation shall be supported before the interworking is executed.
-     The service level interworking applies as a fallback only in case the users cannot communicate with each other using their chosen messaging service. The location of the interworking service, i.e. in the originating IMS network and/or the terminating IMS network is FFS.
-    
The service level interworking shall support interworking between OMA SIMPLE IM service as defined in OMA-TS-SIMPLE_IM-V1_0-20070720-D [8] and Short Message Service, which includes not only the Short message over CS/PS as defined in the TS 23.040 [6] but also the short message over IP as defined in the TS 23.204 [5].
-
The service level interworking shall not break existing functionality.
-
The service level interworking is a subscription based service, in addition, it shall also be able to take the operator’s policy into account, e.g., checking on the barring setting of the subscriber to determine whether to provide this interworking or not, so the service authorisation shall be supported before the interworking is executed.
-   The service level interworking shall be able to take the capability of the terminating UE into account when possible.
· The service level interworking shall be transparent to the end user.

· The service level interworking shall minimize the impact on the IMS architecture.

-      The service level interworking shall not impact existing functionality of the SMS service as described in TS 23.040[6] or of the SIMPLE IM service enabler as described in  OMA-TS-SIMPLE_IM-V1_0-20070720-D[8]. Existing security mechanisms for both the SIMPLE IM service and the SMS service shall be reused;
-     The service level interworking shall minimize the impact on existing functionality of the SIP based messaging service as described in 3GPP TS 23.204 [5]. Existing security mechanisms for SIP based messaging service shall be reused
-
Delivery to offline subscribers shall be supported in the receiving system.
-
The interworking function shall be aware if the message should be interworked or not, e.g., specific types of SMS messages such as an over the air configuration message, shall not be interworked, but shall be instead transported as an SMS message via IMS, CS or PS;
-
If an SMS user requests an SMS delivery report that the message was delivered to the recipient, then an SMS delivery report shall be generated when the message is delivered using Instant Message;
-
If an IMS user requests a notification that the message was delivered to the recipient, an SMS status report shall be generated when the message is delivered to the SMS user’s client;
-
The interworking function shall generate the appropriate charging-related information and provide the appropriate online charging mechanism (if it is applied for the SMS and/or SIMPLE IM services) for the interworking services.
-
Functionality is required to handle the service level interworking, e.g., transforming the message format. 
-     The interworking functionality shall be executed in the following cases:

· The sender is an IM user and the recipient is an SMS user, e.g., the recipient is not routeable in IMS, 
· The user preferences and/or the operator policy of the recipient have been set to receive the incoming Instant Messages via SMS

· The sender is an SMS user and the recipient is an IM user 
7
Architecture Alternatives

Editor’s Note: This section will describe and evaluate detailed reference architectures, including network elements, interfaces and reference points, suitable to provide SMS-IM service level interworking. 
7.1       Alternative 1
7.1.1

Architectural Details
7.1.1.1
Reference architecture

The overall architecture for translation between SMS and IM Messaging is the same as the architecture for SMS over IP as specified in 3GPP TS 23.204 [5]. In the new architecture the SMI-AS and the IP-SM-GW functions are collocated as shown in Figure 7.1.1.
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Figure 7.1.1.1: Architecture for providing Service Level (SMS and IM) Inter-working

7.1.1.2
Reference points

The same reference points as specified in 3GPP TS 23.204 [5] are employed to support protocol interworking and translation between SMS and IM Messaging.

7.1.1.3    Functional entities for Short Message Interworking Application Server (SMI-AS)

The IP-SM-GW function shall perform all the functions as described in 3GPP TS 23.204 [5].

In addition, the SMI-AS function shall perform the authorization for service level interworking, protocol interworking and translation between SMS and IMS messaging
7.1.1.4 Procedures 

7.1.1.4.1 IM user with non SMS capable UE sends an Instant Message to an SMS user 
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Figure 7.1.1.4.1: Successful MO Instant Message to SMS procedure
Editor's note:
How the SMI-AS determines whether to do the transport level or the application level interworking is FFS
1)
The UE registers to S-CSCF according the IMS registration procedure. Note that I-CSCF and P-CSCF are not shown in this figure.

2)
UE submits the Instant Message to the S-CSCF using an appropriate SIP method.

3)
S-CSCF forwards the Instant Message to SMI-AS based on stored iFC.
NOTE:
Subscribers with no subscription for service level interworking will be provided with the relevant iFCs, 

4)
The SMI-AS performs service authorization based on the stored subscriber data as described in the clause XX. The SMI-AS shall check whether the originating subscriber is authorised to use the interworking service .If the result of service authorization is negative, the SMI-AS shall not forward the message, and shall return the appropriate error information to the UE in a failure report. Otherwise, the SMI-AS shall translate the Instant Message to the SMS (SMS- SUBMIT) and forwards it towards SC (SC Address) via the SMS-IWMSC using standard MAP signalling (as described in TS 23.040 [6]).
Editor's note:
There is a need to write clause x.x specifying how to retrieve subscriber’s information from HLR/HSS. 

5)    If service authorization is successful, the SMI-AS acknowledges the Instant message.
6)    Instant Message acknowledge is forwarded by S-CSCF to UE. 

Note: Steps 5 and 6 can occur anytime after the subscriber authorization check has been performed by the SMI-AS.
7)
The SMS-IWMSC forwards the SMS message (SMS- SUBMIT) to the SC (see TS 23.040 [6]).

8)
SC sends SUBMIT‑REPORT to SMS-IWMSC (see TS 23.040 [6]).

9)
SMS-IWMSC sends SUBMIT‑REPORT to SMI-AS (see TS 23.040 [6]).

10)
SMI-AS translates the received SUBMIT-REPORT to an appropriate IM Message, and forwards it to the S-CSCF.

11)
S-CSCF sends the translated Instant Message to the UE.
12)
UE acknowledges the translated Instant Message.
13)
Acknowledgement of the translated Instant Message is forwarded by S-CSCF to SMI-AS.
7.1.2

Impact

7.1.3

Assessment

7.2
Alternative 2
7.2.1
Architectural Details
7.2.1.1
Reference architecture

7.2.1.2
Reference points

7.2.1.3    Functional entities 

7.2.1.4     Procedures 

7.2.1.4.1    IM user sends an Instant Message to an SMS user 
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Figure 7.2.1.4.1: Successful MO Instant Message to SMS procedure

1)
UE submits the Instant Message to the S-CSCF using the appropriate SIP method. Initial filter criteria is checked in the S-CSCF for originating services and routeing towards any application servers takes place. The message is addressed using a TEL URI for the recipient.
2)
After originating services have been executed,. the S-CSCF processes the Instant Message according to procedures in IMS and since the Request-URI contains a TEL-URI the S-CSCF performs a database lookup to find the corresponding SIP URI. If no SIP URI is found, the S-CSCF forwards the message to the BGCF as described in 24.229 (5.4.3.2).

3) 
The BGCF makes the routing decision depending on SIP request method or any other information the BGCF may have indicating where to route a particular TEL URI. In this case, because it is MESSAGE message, it is routed to the SMI AS. Note that a new interface is needed between the BGCF and the SMI AS.
4)
Upon receipt of the Instant Message, the SMI AS performs service authorization and determines that the message is destined to an SMS recipient. 

5)
Message accepted information is forwarded by the SMI AS towards the UE. If the result of service authorization is negative, the SMI AS shall return the appropriate error response back to the UE; otherwise a successful response is sent back.
6-7) 
The response is forwarded back to the UE.

8) 
When service is authorized, the SMI AS creates the SMS message from the Instant Message and forwards it towards the SMS-IWMSC using standard MAP signalling (as described in TS 23.040 [6]). 
9)
The SMS-IWMSC forwards the SMS message to the SM-SC (see TS 23.040 [6]). 

10)
The SM-SC sends submit report to the SMS-IWMSC (see TS 23.040 [6]). 

11)
The SMS-IWMSC sends submit report to the SMI AS (see TS 23.040 [6]).

Steps 12 to 17 occur only if the IM user requested a failure delivery report in the message sent in step 2, and only if the submit report was actually a failure report. For a delivery report (successful or failure) sent as a result of a status report, see the flow in section 5.x.x. 
Editor’s Note: Ongoing work in IETF will allow an IM user to request delivery reports (draft-ietf-simple-imdn-04.txt [yy]).

12)
If the submit report was actually a failure report, the SMI AS maps the submit report to a failure delivery report and sends it to the S-CSCF, using a service level mapping of the status information in the submit report to a failure delivery report.
13-14) S-CSCF sends the report to the UE.

15)
The UE acknowledges the report.

16-17)
Acknowledgement of the report is forwarded by S-CSCF to SMI AS.
End of modified section
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