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Abstract of document:

This document specifies the stage 2 service description for providing IP connectivity using non-3GPP accesses to the Evolved 3GPP Packet Switched domain. In addition, for E-UTRAN and non-3GPP accesses, the specification describes the Evolved 3GPP PS Domain where the protocols between its Core Network elements are IETF based.

The specification covers both roaming and non-roaming scenarios and covers all aspects, including mobility between 3GPP and non 3GPP accesses, policy control and charging, and authentication,   related to the usage of non-3GPP accesses.

TS 23.401 covers architecture aspects common to the Evolved 3GPP Packet Switched domain. 
Changes since last presentation to TSG SA Meeting:

Significant changes to the following topics:

1. Policy and charging architecture for PMIP based S5/S8 and non-3GPP accesses.
2. Initial attach for PMIP based S5/S8 and non-3GPP accesses.

3. Non-optimized mobility between 3GPP and non-3GPP accesses.

CT groups can start work on Stage 3 details of flows related to the points 2) and 3) .

Outstanding Issues:

The following main issues are yet to be resolved:

a) Optimized handover flows.
b) Flows for the PCC architecture for PMIP based S5/S8 and non-3GPP accesses.
c) Architecture impacts of Network Discovery and Selection
d) Support for Emergency calls

e) Multiple PDN support.

Contentious Issues:

No contentious issues have been identified that threaten the timeline reported by SA 2 in the 3GPP work plan. 
