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Abstract of the contribution: This contribution proposes to add the required procedures for UTRAN.
1. Introduction
UTRAN related procedures has been studied and Routing Area Update, Inter RAT HO were agreed and put in TS23.401. However it has not covered all the necessary procedures for UTRAN (e.g. attach, PDP context activation).
2. Discussion

We believe basic UTRAN related procedures should be described in TS23.401, as it is the only specifications describing UTRAN accommodated by EPC.
Currently, the following UTRAN related procedures are described so far.

· Section5.3.3.2.2 E-UTRAN Iu Mode Routing Area Update
· Section5.5.2 Inter RAT handover
We propose to add the following procedures in TS23.401. 

	Procedure
	Motivation

	UTRAN Attach
	To clarify EPC attach via UTRAN. Especially, it should be clarified if default bearer is established or not at UTRAN attach. Depending on the procedure, it may impact on “UTRAN to EUTRAN TAU” and/or “UTRAN attach”. 

	UTRAN Detach
	To clarify the detach procedure from UTRAN

	PDP Context Activation, Modification, Deactivation
	To clarify the procedures of the bearer establishment/modification/deactivation between UE and PDN-GW via 3G SGSN and Serving GW.

	Inter SRNS handover with SGSN relocation
	To clarify the procedure of inter-working among old/new 3G SGSN and Serving-GW at 3G SGSN relocation.


3. Conclusion

If the discussion above is agreed, it is proposed to add the following section and the information flow in TS23.401.
======Beginning of 1st Change======
5.3
Authentication, Security and Location Management
5.3.X
UTRAN Attach procedure
Editor’s Note: EPC attach via UTRAN is clarified. Especially, it should be clarified if default bearer is established or not at UTRAN attach.
5.3.X
UTRAN Detach procedure
Editor’s Note: This section clarifies the detach procedure from UTRAN
======End of 1st Change======
======Beginning of 2nd Change======
5.4
Session Management, QoS and interaction with PCC functionality
5.4.X
PDP Context Activation
Editor’s Note: This section clarifies the procedures of the bearer establishment between UE and PDN-GW via 3G SGSN and Serving GW.
5.4.X
PDP Context Modification
Editor’s Note: This section clarifies the procedures of the bearer modification between UE and PDN-GW via 3G SGSN and Serving GW.
5.4.X
PDP Context Deactivation
Editor’s Note: This section clarifies the procedures of the bearer deactivation between UE and PDN-GW via 3G SGSN and Serving GW.
======End of 2nd Change======
======Beginning of 3rd Change======
5.5
Handover
5.5.2
Inter RAT handover
5.5.2.X
Inter SRNS handover with SGSN relocation
Editor’s Note: This section clarifies the procedure of inter-working among old/new 3G SGSN and Serving-GW at 3G SGSN relocation.
======End of 3rd Change======
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