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SUMMARY
- General

The drafting group was chaired by Magnus Olsson (Ericsson). The drafting was held across 6 lots on Tuesday, Wednesday. Roughly 20 people attended the drafting session.

-MME Load due to Service Request Procedure
A document (S2-074422) suggested the current service request procedure can cause MME overload. The drafting group agreed to asks SA2 to allocate time for this discussion the next meeting. 
- Documentation of GERAN and UTRAN procedures in EPS
The drafting group agreed that procedures like Attach, PDP context activation etc. for UTRAN and GERAN connected to the EPC needs to be documented. It’s however unclear were and how such procedures shall be documented.
- ISR
Although no documents were agreed there have been plenty of fruitful offline discussions.
- Identities (S-TMSI)
The offline discussion on S-TMSI resulted in a proposal to send an LS to SA3 (S2-074745).
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	8
	15
	------
	3GPP System Architecture Evolution (SAE)
	------
	-
	-
	[SAES]
	-

	8
	S2-074194
	DISCUSSION / APPROVAL
	Proposal on access control mechanism in LTE
	NTT DoCoMo
	23,401
	Rel-8
	SAE
	Noted, LS to RANx, CTx: 4682 

	8
	S2-074682
	DISCUSSION / APPROVAL
	LS to RAN x, CT x: S2-074194
	
	
	
	
	Return

	8.1
	3
	------
	High level functions (common high level functions for all accesses)
	------
	-
	-
	-
	-

	8.1
	S2-073971
	DISCUSSION
	Principles of IP fragmentation reducing mechanisms
	Huawei
	23,401
	Rel-8
	SAE
	 

	8.1
	S2-074124
	P-CR
	Standardized QCIs
	Ericsson
	23,401
	-
	-
	 

	8.1
	S2-074214
	P-CR
	Protocol stacks for PMIP-S5/S8 for 3GPP accesses
	Motorola, NTT DoComo
	23,402
	Rel-8
	SAE
	Merge into: 4645

	8.1
	S2-074645
	P-CR
	Merge of: S2-074214 and 4038
	
	
	
	
	Return

	8.1, 8.2
	S2-074039
	P-CR
	DHCP and Access Router Functions in TS 23.401 and TS 23.402
	Nokia Siemens Networks, Nokia
	23.401, 23.402
	Rel-8
	SAES
	

	8.2
	10
	------
	Functions and procedures for SAE to support LTE access
	------
	-
	-
	-
	-

	8.2
	S2-073985
	P-CR
	Whether the subscription data will be forwarded during TAU
	Huawei, Nortel
	23,401
	Rel-8
	SAE
	Principle of the Conclusion endorsed (Update of flows should be done in Warsaw) 

	8.2
	S2-073986
	P-CR
	TA List Unchanged Optimization
	Huawei
	23,401
	Rel-8
	SAE
	 

	8.2
	S2-074038
	P-CR
	Clarifications for PMIP Based S5/S8
	Nokia Siemens Networks, Nokia
	23,402
	Rel-8
	SAES
	Merge into 4645 

	8.2
	S2-074079
	P-CR
	MME id proposal
	China Mobile
	23,401
	-
	SAES
	 

	8.2
	S2-074205
	P-CR
	LTE-MM states definition and state transition
	QUALCOMM Europe
	-
	-
	SAES
	Revised to: 4644 

	8.2
	S2-074256
	P-CR
	inter-RAT TAU without PDP context
	Samsung
	23,401
	Rel-8
	SAE
	Revised to: 4633 

	8.2
	S2-074274
	P-CR
	Standardized QCI for conversational video flows
	QUALCOMM Europe
	-
	-
	-
	 

	8.2
	S2-074281
	P-CR
	On information storage in section 5.7 of 23.402
	Alcatel-Lucent
	23,402
	-
	SAES
	Revised to: 4680

	8.2
	S2-074282
	P-CR
	On information storage in section 5.6 of  23.401
	Alcatel-Lucent
	23,401
	-
	SAES
	Revised to: 4679

	8.2
	S2-074380
	DISCUSSION / APPROVAL
	U-Plane Protocol Stacks for 3G access
	NTT DoCoMo
	23,401
	Rel-8
	SAE
	Approved

	8.2
	S2-074633
	P-CR
	Revision of: S2-074256
	
	
	
	
	Return

	8.2
	S2-074644
	P-CR
	Revision of: S2-074205
	
	
	
	
	Revised to: 4678

	8.2
	S2-074678
	P-CR
	Revision of: S2-074644
	
	
	
	
	Return

	8.2
	S2-074679
	P-CR
	Revision of: S2-074282
	
	
	
	
	Return

	8.2
	S2-074680
	P-CR
	Revision of: S2-074281
	
	
	
	
	Return

	8.2, 8.3.1
	S2-074297
	P-CR
	Limit SGSN changes for Rel-8 with no subscription data transfer between MME and SGSN
	Nortel, Huawei, Alcatel-Lucent, T-Mobile
	23,401
	Rel-8
	SAE
	Approved 

	8.2.1
	31
	------
	Attach/detach procedures (incl. IP address allocation, multiple PDN support, etc.)
	------
	-
	-
	-
	-

	8.2.1
	S2-073956
	P-CR
	Additional PDN connectivity over EUTRAN with GTP-based network interfaces
	Marvell
	23,401
	-
	SAE
	Not handled in the Drafting 

	8.2.1
	S2-073974
	P-CR
	To synchronize the establishment of default and dedicated bearers during attach procedure
	Huawei
	23,401
	Rel-8
	SAE
	Noted

	8.2.1
	S2-073975
	P-CR
	Principle of differentiating Initial Attach and Handover Attach to EPS via LTE or non-3GPP IP Access
	Huawei
	23.401/23.402
	Rel-8
	SAE
	Not Handled due to non-3GPP aspects

	8.2.1
	S2-073977
	P-CR
	The HSS-initiated the subscription data update procedure
	Huawei
	23,401
	Rel-8
	SAE
	Revised to: 4631 

	8.2.1
	S2-074011
	P-CR
	Clarification on IP address allocation
	Nokia Siemens Networks, Nokia
	23,401
	Rel-8
	SAES
	Revised to: 4618

	8.2.1
	S2-074101
	P-CR
	S1-Flex
	Ericsson
	23,401
	-
	-
	Noted 

	8.2.1
	S2-074102
	P-CR
	Attach over S5/S8
	Ericsson
	23,401
	-
	-
	 

	8.2.1
	S2-074103
	P-CR
	User profile Management Procedures for 3GPPaccesses
	Ericsson
	23,401
	-
	-
	Considered when Revising 3977 to 4631 

	8.2.1
	S2-074104
	P-CR
	Subscribed QoS Stored in HSS
	Ericsson, Vodafone
	23,401
	-
	-
	Revised to: 4603 

	8.2.1
	S2-074105
	P-CR
	Protocol stacks
	Ericsson
	23,401
	-
	-
	Approved

	8.2.1
	S2-074108
	P-CR
	Support for basic functionality for S5/S8-PMIP
	Ericsson
	23,402
	-
	-
	 

	8.2.1
	S2-074131
	P-CR
	PCRF interaction at attach procedure in 23.401
	Ericsson
	23,401
	-
	-
	 

	8.2.1
	S2-074140
	APPROVAL
	External IP address allocation
	CATT
	-
	-
	SAE
	Merge into 4618 

	8.2.1
	S2-074141
	APPROVAL
	The IPV6 stateless address allocation in EPS
	CATT
	-
	-
	SAE
	Merge into 4619

	8.2.1
	S2-074142
	APPROVAL
	Requirement on Static IP
	CMCC, CATT
	-
	-
	SAE
	Revised to: 4620

	8.2.1
	S2-074143
	APPROVAL
	Update Detach procedure for load re-distribution
	CATT
	-
	-
	SAE
	 

	8.2.1
	S2-074180
	P-CR
	Clarification of the Attach Procedure
	ETRI
	23,401
	Rel-8
	SAES
	 

	8.2.1
	S2-074181
	P-CR
	UE Identity Check Procedure
	ETRI
	23,401
	Rel-8
	SAES
	 

	8.2.1
	S2-074187
	P-CR
	Detach procedure
	ZTE
	23,401
	Rel-8
	SAE
	 

	8.2.1
	S2-074204
	P-CR
	On NAS security setup during the Attach procedure
	QUALCOMM Europe
	-
	-
	SAES
	 

	8.2.1
	S2-074207
	P-CR
	IP address allocation
	QUALCOMM Europe
	-
	-
	SAES
	Revised to: 4619 

	8.2.1
	S2-074255
	P-CR
	UL TFT delivery on attach procedure
	Samsung
	23,401
	Rel-8
	SAE
	 

	8.2.1
	S2-074272
	P-CR
	PDN GW-initiated Detach procedure
	Nokia Siemens Networks, Nokia
	23,401
	-
	SAES
	 

	8.2.1
	S2-074287
	DISCUSSION
	Generic "subscriber type" indication via S1 interface
	T-Mobile, Orange, AT&T, Vodafone, Telecom italia
	23,401
	-
	SAES
	 

	8.2.1
	S2-074358
	P-CR
	MME Bearer Context Parameters
	Nokia Siemens Networks, Nokia
	23,401
	Rel-8
	SAES
	 

	8.2.1
	S2-074361
	P-CR
	Addition of EPS Bearer Identities to Attach and Dedicated Bearer Procedures
	Nokia Siemens Networks, Nokia
	23,401
	Rel-8
	SAES
	 

	8.2.1
	S2-074368
	P-CR
	2G / 3G relocation to EUTRAN handling on no active PDP contexts
	Vodafone
	23,401
	Rel-8
	SAE
	Noted 

	8.2.1
	S2-074398
	P-CR
	Establishment of NAS security
	Nokia Siemens Networks, Nokia
	23,401
	-
	SAES
	 

	8.2.1
	S2-074399
	P-CR
	LTE QoS Profile
	Nokia Siemens Networks, Nokia
	23,401
	-
	SAE
	 

	8.2.1
	S2-074450
	P-CR
	Serving GW and PDN GW selection in PMIP network for GTP roamers
	Nokia, Nokia Siemens Networks
	23.401, 23.402
	Rel-8
	SAES
	Revised to: 4599 

	8.2.1
	S2-074599
	P-CR
	Revision of: S2-074450
	
	
	
	
	Return

	8.2.1
	S2-074603
	P-CR
	Revision of: S2-074104
	
	
	
	
	Return

	8.2.1
	S2-074618
	P-CR
	Revision of: S2-074011
	
	
	
	
	Return

	8.2.1
	S2-074619
	P-CR
	Revision of: S2-074207
	
	
	
	
	Return

	8.2.1
	S2-074620
	APPROVAL
	Revision of: S2-074142
	
	
	
	
	Return

	8.2.1
	S2-074631
	P-CR
	Revision of: S2-073977
	
	
	
	
	Return

	8.2.1, 8.2
	S2-074209
	P-CR
	Section on 'Security Function'
	QUALCOMM Europe
	-
	-
	SAES
	 

	8.2.2
	S2-074422
	DISCUSSION
	Issues with the current Service Request procedure and heavily loaded MMEs
	Vodafone
	23,401
	-
	SAES
	Noted, Ask for agenda time at next meeting 

	8.2.4
	10
	------
	Dedicated bearer establishment
	------
	-
	-
	-
	-

	8.2.4
	S2-073976
	P-CR
	Discussion on EPS bearer identity
	Huawei
	23,401
	Rel-8
	SAE
	 Noted

	8.2.4
	S2-074097
	P-CR
	Dedicated bearer activation when the UE is LTE_IDLE
	Ericsson
	23,401
	-
	-
	Noted 

	8.2.4
	S2-074100
	P-CR
	UE requested bearer resource allocation
	Ericsson
	23,401
	-
	-
	Revised to: 4617 

	8.2.4
	S2-074106
	P-CR
	Resolving some FFSes in the UE requested bearer resource allocation procedure
	Ericsson
	23,401
	-
	-
	Revised to: 4626

	8.2.4
	S2-074121
	P-CR
	GBR Bearers with GBR=0 (resubmit of S2-073327)
	Ericsson, Huawei
	23,401
	-
	-
	FW to “QoS” ag. Item

	8.2.4
	S2-074144
	APPROVAL
	Idle Mode Dedicated Bearer Management
	CATT, ZTE
	-
	-
	SAE
	Noted

	8.2.4
	S2-074145
	APPROVAL
	EPS Bearer Identity is allocated by MME
	CATT
	-
	-
	SAE
	Revised to: 4629

	8.2.4
	S2-074208
	P-CR
	UE Initiated Dedicate Bearer Deactivation
	QUALCOMM Europe
	-
	-
	SAES
	Revised to: 4628

	8.2.4
	S2-074215
	P-CR
	UE-Initiated Dedicated Bearer Deactivation
	Motorola
	23,401
	Rel-8
	SAE
	Withdrawn 

	8.2.4
	S2-074307
	P-CR
	PCC Pull model for UE requested bearer resources
	Nortel
	23,401
	Rel-8
	SAE
	Revised to: 4627 

	8.2.4
	S2-074360
	P-CR
	Allocation and Usage of EPS Bearer Id
	Nokia Siemens Networks, Nokia
	23,401
	Rel-8
	SAES
	 Noted

	8.2.4
	S2-074400
	P-CR
	EPS bearer - PDP context mapping in the terminal
	Nokia Siemens Networks, Nokia
	23,401
	-
	SAE
	Approved 

	8.2.4
	S2-074617
	P-CR
	Revision of: S2-074100
	
	
	
	
	Revised to: 4622

	8.2.4
	S2-074622
	P-CR
	Revision of: S2-074617
	
	
	
	
	Revised to: 4630

	8.2.4
	S2-074626
	P-CR
	Revision of: S2-074106
	
	
	
	
	Return

	8.2.4
	S2-074627
	P-CR
	Revision of: S2-074307
	
	
	
	
	Approved

	8.2.4
	S2-074628
	P-CR
	Revision of: S2-074208
	
	
	
	
	Return

	8.2.4
	S2-074629
	APPROVAL
	Revision of: S2-074145
	
	
	
	
	Return

	8.2.4
	S2-074630
	P-CR
	Revision of: S2-074622
	
	
	
	
	Return

	8.2.8
	20
	------
	Idle state signaling optimization
	------
	-
	-
	-
	-

	8.2.8
	S2-073978
	DISCUSSION
	Discussion on Context Synchronization for ISR
	Huawei
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-073979
	DISCUSSION
	Discussion on the rest open issues in ISR
	Huawei
	23401
	Rel-8
	SAE
	Noted 

	8.2.8
	S2-073980
	DISCUSSION
	Discussion on the trigger to deactivate ISR
	Huawei
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-073981
	P-CR
	Procedure of ISR Deactivation
	Huawei
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-073982
	P-CR
	Procedure on URA_PCH handling for ISR
	Huawei
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-073983
	P-CR
	TAU/RAU Procedures for ISR
	Huawei
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-073984
	P-CR
	Downlink Data Transfer and Service Request for ISR
	Huawei
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-074096
	P-CR
	ISR effects on TS23.401 procedures
	Ericsson
	23,401
	-
	-
	 

	8.2.8
	S2-074136
	DISCUSSION
	URA_PCH handling
	ZTE
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-074137
	DISCUSSION
	Context synchronisation
	ZTE
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-074138
	P-CR
	ISR function activation
	ZTE
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-074147
	APPROVAL
	Paging flow for the ISSO
	CATT
	-
	-
	SAE
	 

	8.2.8
	S2-074298
	P-CR
	Generic impact on Attach procedure when ISR is used
	Nortel
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-074299
	DISCUSSION
	Generic impact on TAU identifiers when ISR is used
	Nortel
	23,401
	Rel-8
	SAE
	Open

	8.2.8
	S2-074300
	DISCUSSION
	Generic impact on Cancel Location when ISR is used
	Nortel
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-074301
	P-CR
	TAU procedure with ISR
	Nortel
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-074302
	DISCUSSION
	Detach scenario with ISR (Idle mode Signalling Reduction)
	Nortel
	23,401
	Rel-8
	SAE
	 

	8.2.8
	S2-074401
	OTHER
	Idle State Signalling Reduction
	Nokia Siemens Networks, Nokia
	23,401
	-
	SAES
	LATE DOC: Received 02/10: 16:50

	8.2.8
	S2-074402
	P-CR
	Tracking Area Update procedure with ISR functionality
	Nokia Siemens Networks, Nokia
	23,401
	-
	SAES
	 

	8.2.8
	S2-074421
	DISCUSSION
	Further aspects of Idle State signalling optimisation
	Vodafone
	23,401
	-
	SAES
	 (not yet) open

	8.2.8, 8.2.1
	S2-074146
	APPROVAL
	UE-initiated detach for the Idle State Signalling Optimization
	CATT
	-
	-
	SAE
	 

	8.3
	4
	------
	Functions and procedures for SAE to support interoperation with legacy PS accesses (LTE <-> 2G/3G/CDMA2000)
	------
	-
	-
	-
	-

	8.3
	S2-074191
	DISCUSSION / APPROVAL
	Required procedures for UTRAN
	NTT DoCoMo
	23,401
	Rel-8
	SAE
	Procedures needed, Open issue as to where to document the procedures 

	8.3
	S2-074192
	DISCUSSION / APPROVAL
	Proposal on attach procedure from UTRAN
	NTT DoCoMo
	23,401
	Rel-8
	SAE
	Revised to: 4632

	8.3
	S2-074193
	DISCUSSION / APPROVAL
	Proposal on PDP Context Activation procedure from UTRAN
	NTT DoCoMo
	23,401
	Rel-8
	SAE
	 

	8.3
	S2-074379
	DISCUSSION
	23.060 EPS description
	Nokia Siemens Networks, Nokia
	-
	-
	SAES
	 

	8.3
	S2-074632
	DISCUSSION / APPROVAL
	Revision of: S2-074192
	
	
	
	
	Return

	8.3.1
	11
	------
	Inter RAT handover and inter RAT TAU/RAU (incl. bearer/parameter mapping) with 2G/3G
	------
	-
	-
	-
	-

	8.3.1
	S2-073987
	P-CR
	Default bearer maintenance during RAT handover
	Huawei
	23,401
	Rel-8
	SAE
	Noted 

	8.3.1
	S2-073988
	P-CR
	Correction of the E-UTRAN to UTRAN Iu mode Inter RAT handover procedure
	Huawei
	23,401
	Rel-8
	SAE
	Approved

	8.3.1
	S2-074093
	P-CR
	IRAT HO 2G to E-UTRAN
	Ericsson
	23,401
	-
	-
	Revised to: 4634 

	8.3.1
	S2-074094
	P-CR
	IRAT HO 3G to E-UTRAN
	Ericsson
	23,401
	-
	-
	Revised to: 4635

	8.3.1
	S2-074095
	P-CR
	Bearer mapping at IRAT to/from LTE
	Ericsson, AT&T
	23,401
	-
	-
	Revised to: 4636 

	8.3.1
	S2-074148
	APPROVAL
	UTRAN Iu mode to E-UTRAN TAU without PDP Context
	CATT
	-
	-
	SAE
	Merged into 4633 

	8.3.1
	S2-074206
	P-CR
	Selection of inter 3GPP system mobility mechanism
	Qualcomm Europe, Ericsson
	-
	-
	SAES
	 

	8.3.1
	S2-074303
	DISCUSSION
	HSS storage of 2G/3G PDP Context or/and LTE bearer information
	Nortel
	23,401
	Rel-8
	SAE
	 

	8.3.1
	S2-074359
	P-CR
	Handling of Dual-stack Bearers during Inter-3GPP mobility
	Nokia Siemens Networks, Nokia
	23,401
	Rel-8
	SAES
	 Revised to: 4625

	8.3.1
	S2-074403
	P-CR
	EPS bearer status function update
	Nokia Siemens Networks, Nokia
	23,401
	-
	SAES
	 

	8.3.1
	S2-074404
	P-CR
	Bearer mapping principle amendments to 3GPP IRAT handover and RAU/TAU scenarios
	Nokia Siemens Networks, Nokia
	23,401
	-
	SAE
	 

	8.3.1
	S2-074625
	P-CR
	Revision of: S2-074359
	
	
	
	
	

	8.3.1
	S2-074634
	P-CR
	Revision of: S2-074093
	
	
	
	
	Return

	8.3.1
	S2-074635
	P-CR
	Revision of: S2-074094
	
	
	
	
	Return

	8.3.1
	S2-074636
	P-CR
	Revision of: S2-074095
	
	
	
	
	Return

	9910.4
	11
	------
	RED (Registration in Densely populated area)
	------
	-
	-
	[RED-St2]
	-

	9910.4
	S2-074125
	DISCUSSION / APPROVAL
	Random Waiting Time at LA/RA Update
	Ericsson
	-
	-
	RED
	Revised to: 4686 

	9910.4
	S2-074384
	TR
	TR 23.8xx : Stage2 for Registration in Densely-populated area (RED); Solution Placeholder
	NTT DoCoMo
	23.8xx
	Rel-8
	RED
	General part and skeleton Revised to: 4683 
XA list proposal Revised to: 4684
Chris variant of XA list Revised to: 4685 

Proposed LS to GERAN/RAN2Revised to: 4687

	9910.4
	S2-074385
	CR
	23.221 CR0055: Architecture Requirement
	NTT DoCoMo
	23,221
	Rel-8
	RED
	 

	9910.4
	S2-074386
	CR
	23.060 CR0601: GPRS Architecture Requirement
	NTT DoCoMo
	23.060
	Rel-8
	RED
	 

	9910.4
	S2-074387
	CR
	23.002 0181: Network Architecture
	NTT DoCoMo
	23.002
	Rel-8
	RED
	 

	9910.4
	S2-074388
	CR
	23.221 CR0056: Functionality procedure
	NTT DoCoMo
	23.221
	Rel-8
	RED
	 

	9910.4
	S2-074389
	CR
	23.060 CR0602: GPRS Mobility Management Functionality
	NTT DoCoMo
	23.060
	Rel-8
	RED
	 

	9910.4
	S2-074390
	CR
	23.060 CR0603: GPRS Radio Resource Functionality
	NTT DoCoMo
	23.060
	Rel-8
	RED
	 

	9910.4
	S2-074391
	CR
	23.060 CR0604: GPRS Information Storage
	NTT DoCoMo
	23.060
	Rel-8
	RED
	 

	9910.4
	S2-074392
	CR
	23.060 CR0605: GPRS Identities_Operational Aspects
	NTT DoCoMo
	23.060
	Rel-8
	RED
	 

	9910.4
	S2-074393
	CR
	23.060 CR0606: GPRS Interactions with Other Services
	NTT DoCoMo
	23.060
	Rel-8
	RED
	 

	9910.4
	S2-074394
	CR
	23.236 CR0032: Functionality
	NTT DoCoMo
	23.236
	Rel-8
	RED
	 

	9910.4
	S2-074395
	CR
	23.236 CR0033: Specific Example
	NTT DoCoMo
	23.236
	Rel-8
	RED
	 

	9910.4
	S2-074420
	DISCUSSION
	GSM aspects of "Registration in Densely Populated Area"
	Vodafone
	23.RED
	-
	RED
	 

	9910.4
	S2-074683
	TR
	Revision of: S2-074384
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