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Abstract of the contribution: This document clarifies the text for PDN GW selection function to include support of multiple PDN GWs.
Introduction

The procedures for UE initiated additional PDN connectivity were approved at the Kobe meeting. To obtain connectivity with additional PDN, UE provides a PDN connectivity request and provides an APN in the request. This document clarifies the existing text in 23.401 and 23.402 to include PDN GW selection function for this additional PDN connectivity.

Proposal

Start of First change to TS 23.401
4.3.7
Selection functions

4.3.7.1
PDN GW Selection Function (3GPP accesses)

The PDN GW selection function allocates a PDN GW that shall provide the PDN connectivity for the for 3GPP access.
PDN GW selection takes place in two situations: when the UE connectivity with a first PDN is established (i.e. the UE has no connectivity with any PDN), and when the UE gains connectivity with an additional PDN.
The selection uses subscriber information provided by the HSS and possibly additional criteria. For each of the subscribed PDNs the HSS provides: 

-
an IP address of a PDN GW and an APN, or

-
an APN and an indication whether the allocation of a PDN GWs from the visited PLMN is allowed or a PDN GW from the home PLMN shall be allocated. 

Editor's note:
It is FFS what additional criteria beyond the subscriber information can be used for PDN GW selection.

The HSS also indicates which of the subscribed PDNs is the default PDN for the UE.

To establish connectivity with a PDN when the UE is already connected to one or more PDNs, the UE provides input information (e.g. the desired APN or APNs) for the PDN GW selection function

If the HSS provides an IP address of a PDN GW, no further PDN GW selection functionality is performed. Note that the provision of an IP address of a PDN GW as part of the subscriber information allows also for a PDN GW allocation by HSS.

If the HSS provides an APN of a PDN GW and the subscription allows for allocation of a PDN GW from the visited PLMN, the PDN GW selection function derives a PDN GW address from the visited PLMN. If a visited PDN GW address cannot be derived, or if the subscription does not allow for allocation of a PDN GW from the visited PLMN, then the APN is used to derive a PDN GW address from the HPLMN. The PDN GW address is derived from the APN and additional information by using the Domain Name Service function as specified in Annex A of 3GPP TS 23.060 [7]. If the Domain Name Service function provides a list of PDN GW addresses, one PDN GW address is selected from this list. If the selected PDN GW cannot be used, e.g. due to an error, then another PDN GW is selected from the list.

If the UE provides an APN for one or more PDN GWs these APNs are then used to derive the PDN GW addresses like specified for an HSS provided APN if the subscription allows for this APN.

During attach an IP address of the assigned PDN GW may be provided to the UE for use with host based mobility as defined in 3GPP TS 23.402 [2].

Editor's note:
It is FFS whether host-based mobility requires additional information and/or mechanisms
End of first change to TS 23.401
Start of second change to TS 23.401
4.4.3.2
Serving GW

The Serving GW is the gateway which terminates the interface towards E-UTRAN. 

For each UE associated with the EPS, at a given point of time, there is a single Serving GW.

Serving GW functions include for both the GTP-based and the PMIP-based S5/S8:

-
the local Mobility Anchor point for inter-eNodeB handover

-
Mobility anchoring for inter-3GPP mobility (terminating S4 and relaying the traffic between 2G/3G system and PDN GW) 
·     the anchor for connectivity to multiple PDNs using multiple PDN GWs
-
EMM-IDLE mode downlink packet buffering and initiation of network triggered service request procedure

-
Lawful Interception

-
Packet routeing and forwarding
-
Transport level packet marking in the uplink and the downlink

-
Accounting on user and QCI granularity for inter-operator charging

-
UL and DL charging per UE, PDN, and QCI
(e.g. for roaming with home routed traffic)

Additional Serving GW functions for the PMIP-based S5/S8 are captured in 3GPP TS 23.402 [2].
End of second change to TS 23.401
Start of first change to TS 23.402
5.4.2.1
PDN GW Selection Function for non-3GPP Accesses
PDN Gateway selection for non-3GPP accesses uses similar mechanisms as defined in 3GPP TS 23.401, with the following modification:

-
The PDN Gateway selection function interacts with the 3GPP AAA Server or 3GPP AAA Proxy and uses subscriber information provided by the HSS to the 3GPP AAA Server and possibly additional criteria.

During the initial authorization, PDN Gateway selection information for each of the subscribed PDNs is returned to the non-3GPP access system. The PDN Gateway selection information includes:
-
an IP address of a PDN GW and an APN, or

-
an APN and an indication whether the allocation of a PDN GW from the visited PLMN is allowed or a PDN GW from the home PLMN shall be allocated.
This enables the entity requiring the address of the gateway to proceed with selection. Once the selection has occurred, the PDN Gateway registers its association with a UE and the APN with the AAA/HSS. This permits the 3GPP AAA Server or Proxy to provide association of the PDN Gateway address and the related APN subsequently.

In the case that a UE already has assigned PDN Gateway(s), the IP address(es) of the already allocated PDN Gateway(s) are returned by the 3GPP AAA Server or Proxy during the authorization step. This eliminates the need to repeat PDN Gateway selection for the PDNs the UE is already connected with.
Upon mobility between 3GPP and non-3GPP accesses, PDN Gateway selection information for the subscribed PDNs the UE is not yet connected with is returned to the target access system as done during initial authorization. For the PDNs the UE is already connected with transfer of PDN GW information takes place as defined below:
-
If a UE attaches to a non-3GPP access and it already has assigned PDN Gateway(s) due to a previous attach in a 3GPP access, the HSS provides the IP address(es) of the already allocated PDN Gateway(s) with the corresponding PDN information to the 3GPP AAA server over the Wx* reference point. The PDN gateway’s address(es) is sent during the attach procedure in the non-3GPP access. 

-
If a UE attaches to a 3GPP access and it already has an assigned PDN Gateway(s) due to a previous attach in a non-3GPP access, the HSS provides the IP address(e) of the already allocated PDN Gateway(s) with the corresponding PDN information to the MME over the S6a reference point. The PDN gateway address(es) is sent during the attach procedure in the 3GPP access.

The HSS receives the values of the addresses of all allocated PDN GWs and the corresponding PDN information for a given UE, from both the 3GPP AAA and also from the MME, depending on the currently in-use access. The HSS is responsible for the storage of PDN GW address information.

Editor's Note: It is FFS whether the PDN Gateway selection mechanism defined in 23.401 can be used to determine the Serving Gateway.

The interaction between the 3GPP AAA Server and the HSS is not explicitly presented in several figures of this specification.  Though these entities are depicted as "AAA/HSS" in these figures,  these functions are distinct and interact over the Wx* interface as described in this subclause.

NOTE:
The location of the PDN GW selection function depends upon the type of S2 interface used for attachment and the IP mobility mechanism being used.
-
For PMIPv6 on S2a/b, the entity requesting the PDN Gateway is the entity acting as Mobile Access Gateway (MAG). It's FFS for home routed roaming case with an anchor in the VPLMN.

-
For MIPv4 FA mode on S2a, the entity requesting the PDN Gateway is the entity that plays the role of the FA. It's FFS for home routed roaming case with an anchor in the VPLMN.

Additionally, for the S2c reference point, the UE needs to know the IP address of the PDN Gateway for the PDN the UE wants to connect to. This address is made known to the UE with one of the following ways:

1)
Via attach procedure for 3GPP access (as defined in TS 23.401)

2)
Via IKEv2 during tunnel setup to ePDG

3)
The UE can request a PDN Gateway address in a given PDN via DHCP

4)
If the IP address of the PDN GW is not delivered using options 1-3 above the UE can resolve an FQDN corresponding to a PDN via DNS.

Editor's note: It is FFS under which conditions (e.g. in which accesses) the above methods can be used

Editor's Note: It is FFS how the FQDN in alternative 4 is constructed from available information. For example the UE could use home APN (or W-APN) and well known strings (e.g., "homeagent") to construct such an FQDN.

Editor's Note: The mechanism for mobility mode selection (i.e. host-based vs network-based mobility) is FFS.

End of first change to TS 23.402
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