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Abstract of the contribution: For future ETWS work, an editor's note is added.
1. Overall

ETWS requirements were finally agreed in SA1 and its outcome is in TS22.168. ETWS is the system for notifying the emergency alert to users via 3GPP RAN (i.e. UTRAN/GERAN and LTE), when earthquake and tsunami symptom is detected. 

As ETWS (Earthquake and Tsunami Warning System) Requirements were agreed in SA1, ETWS study should also be started in SA2. This contribution proposes on the way forward of ETWS in SA2.
2. Proposal
This proposal is to add an editor's note to trigger future work.
======================Start of 1st modification part=====================
4.4.7
MBMS 

Editor’s Note: It is FFS how these functions are allocated to functional entity/entities.
Editor’s Note: This clause will also capture ETWS (Earthquake and Tsunami Warning System) required functions. 
4.4.7.1
MBMS1 function

One or more MBMS1 function entities are used in a PLMN.

MBMS1 functions include:

-
Session control of MBMS bearers to the E-UTRAN access (including reliable delivery of Session Start/Session Stop to E-UTRAN)

-
Transmit Session control messages towards multiple E-UTRAN nodes

-
It is FFS whether MBMS1 filters the distribution of Session Control message to E-UTRAN nodes based on MBMS service area 

-
It provides an Sm interface to the MBMS2 function: it receives MBMS service control messages and the IP Multicast address for MBMS data reception from MBMS2 function over this Sm interface

NOTE:
When a UE leaves or enters MBMS bearer coverage, the service continuity is handled by the Service Layer (in UE and network).
======================End of 1st modification part=====================
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