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Abstract:
This paper provides a conclusion on handling of ICS UEs in CS networks enhanced for support of non ICS UEs.
Discussion
An ICS UE shall receive home IMS services using procedures defined under ICS UE solutions when it uses CS core network enhanced for support of non ICS UE. Procedures being defined for non ICS UE support in such networks shall not be applied to an ICS UE. This is necessary to avoid undetermined behaviour resulting from interaction of the call setup procedures defined for ICS UE and the call setup procedures executed at the VMSC for handling non ICS UE. 

We recommend to document this conclusion in the TR.
Proposal/Recommendation
Add the following text to TR 23.892.
*** begin new text*** 
7.x   Conclusion on ICS UE receiving home IMS services via CS network enhanced for non ICS UE

An ICS UE shall receive services from home IMS when using CS network enhanced for ICS support of non ICS UE. 

When using an ICS UE, the ICCF in the home IMS network as defined in Section 6.2.2.2 of this document shall provide the ICS control function, with the CS network enhanced for non ICS UE providing transparent access to the ICCF. 

The conclusions of this TR that apply to ICS UE (Sections 7.2 and 7.4) are applicable when using CS network enhanced for non ICS UE as well as when using CS network not enhanced for non ICS UE.

A VMSC enhanced for support of non ICS UE shall use standard VMSC procedures when using a ICS UE; i.e. procedures documented for support of non ICS UE in (Section 6.8) shall not apply when using an ICS UE.

*** end new text***
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