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Abstract:
This paper provides text for requirements for coexistence of ICS UE and non ICS UE for inclusion in TS 23.292 IMS Centralized Services. 

The corresponding section of TR 23.892 is used as a baseline for this contribution. 

Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.
*** begin new text 1 ***
3.1
Definitions

Non ICS UE: A UE that does not contain ICS functionality. An non-ICS UE is not necessarily capable of VCC.
*** end new text 1 ***
*** begin new text 2 ***
4.5
Coexistence of an ICS UE and a Non ICS UE 
Coexistence of ICS UE and Non ICS UE solutions shall be possible; i.e. it shall be possible to provide ICS for an ICS UE and a Non ICS UE in the home and roaming networks.  
A network with a VMSC enhanced for support of Non-ICS UE’s shall support call originations, terminations and Domain Transfer scenarios for ICS UE as specified in Section 4.4.2 ICS UE Session Scenarios of this document.
Roaming of ICS users to a network with a VMSC enhanced for non ICS UE shall be supported. A visited network with a VMSC enhanced for support of non ICS UE shall support call originations, terminations and Domain Transfer scenarios for ICS UE as specified in Section 4.4.2 ICS UE Session Scenarios of this document, when an ICS user with an ICS UE roams into this network.
*** end new text 2 ***
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