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1.
Introduction
The eMBMS group has agreed to continue the eMBMS specification work in 23.246. Consequentially, eMBMS must be removed from 23.401. This tdoc proposes necessary changes to 23.401 v1.3.0
2.
Proposal

The following is proposed for changes to the TS 23.401:
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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

AMBR
Aggregate Maximum Bit Rate

DL TFT
DownLink Traffic Flow Template 
EMM
EPS Mobility Management
EPC
Evolved Packet Core

EPS
Evolved Packet System

GW
Gateway

L2 PDB
Layer 2 Packet Delay Budget

L2 PLR
Layer 2 Packet Loss Rate

LBI
Linked EPS Bearer Id


MME
Mobility Management Entity

P-GW
PDN Gateway

PTI
Protocol Transaction Id

S-GW
Serving Gateway

S-TMSI
S-Temporary Mobile Subscriber Identity

SDF
Service Data Flow

TAC
Tracking Area Code

TAI
Tracking Area Identity

TAU
Tracking Area Update

UL TFT
UpLink Traffic Flow Template
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4.5
Reference Points

Editor’s Note: Once the architecture diagrams are stable in this specification and in TS 23.402, the reference point names need to be updated to remove either the letters or only keep a number series, e.g. S6a replaced with Sn where there is only either a digit or a letter.

S1-MME:
Reference point for the control plane protocol between E-UTRAN and MME.

S1-U:
Reference point between E-UTRAN and Serving GW for the per bearer user plane tunnelling and inter eNodeB path switching during handover. 

S3:
It enables user and bearer information exchange for inter 3GPP access network mobility in idle and/or active state. It is based on Gn reference point as defined between SGSNs.

Editor's Note:
User data forwarding for inter 3GPP access network mobility in active state (FFS). 

S4:

It provides related control and mobility support between GPRS Core and the 3GPP Anchor function of Serving GW and is based on Gn reference point as defined between SGSN and GGSN. In addition, if Direct Tunnel is not established, it provides the user plane tunnelling.

S5:
It provides user plane tunneling and tunnel management between Serving GW and PDN GW. It is used for Serving GW relocation due to UE mobility and if the Serving GW needs to connect to a non-collocated PDN GW for the required PDN connectivity.

S6a:
It enables transfer of subscription and authentication data for authenticating/authorizing user access to the evolved system (AAA interface) between MME and HSS.

S7:
It provides transfer of (QoS) policy and charging rules from PCRF to Policy and Charging Enforcement Function (PCEF) in the PDN GW. The interface is based on the Gx interface.

S8a:
Inter-PLMN reference point providing user and control plane between the Serving GW in the VPLMN and the PDN GW in the HPLMN. It is based on Gp reference point as defined between SGSN and GGSN. S8a is the inter PLMN variant of S5.

S9:
It provides transfer of (QoS) policy and charging control information between the Home PCRF and the Visited PCRF in order to support local breakout function. 

Editor's note:
The detailed requirements for the S9 reference point are FFS.

S10:
Reference point between MMEs for MME relocation and MME to MME information transfer.

S11: 
Reference point between MME and Serving GW

S12:
Reference point between UTRAN and Serving GW for user plane tunneling when Direct Tunnel is established. It is based on the Iu-u/Gn-u reference point using the GTP-U protocol as defined between SGSN and UTRAN or respectively between SGSN and GGSN.

SGi: 
It is the reference point between the PDN GW and the packet data network. Packet data network may be an operator external public or private packet data network or an intra operator packet data network, e.g. for provision of IMS services. This reference point corresponds to Gi for 3GPP accesses. 

Rx+
The Rx reference point resides between the AF and the PCRF in the 3GPP TS 23.203 [6].

Editor’s note: It is FFS if the Rx+ is significantly different from the Rel-7 Rx reference point to warrant defining it to be Rx+.






Protocol assumption:

-
The S1-U is based on GTP-U protocol.

-
The S3 is based on GTP protocol.

-
The S4 is based on GTP protocol.

-
The S5 is based on GTP protocol. PMIP variant of S5 is described in 3GPP TS 23.402 [2].

-
The S8a is based on GTP protocol. PMIP variant of S8a (S8b) is described in 3GPP TS 23.402 [2]

NOTE:
Redundancy support on reference points S5 and S8a should be taken into account.

-
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5.8
MBMS

MBMS is a point-to-multipoint service in which data is transmitted from a single source entity to multiple recipients. Transmitting the same data to multiple recipients allows network resources to be shared.

The Evolved MBMS supports two modes, MBMS Broadcast Mode and MBMS Enhanced Broadcast Mode as defined in 3GPP TS 23.246 [13]. 
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