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1. Overall Description:

At RAN2#60 in Jeju, it was agreed that for LTE release 8, dynamic MBSFN area control is not required i.e. no dynamic on/off control of MBSFN transmissions in a cell would be supported and also no counting mechanism would exist for LTE MBSFN.

At RAN2#60bis, the attached tdoc R2-080569 was discussed in which the co-sourcing companies propose to add an option for an uplink messaging to support a counting mechanism for LTE MBSFN and also allow dynamic LTE MBSFN area control. 

RAN2 has looked at the proposals from R2-080569 taking into account the agreements reached at RAN2#60. Some companies expressed concerns that reintroducing functionality agreed to be not needed in previous meetings would lead to additional complexity and standardisation efforts. Therefore in RAN2’s understanding it has been agreed that this required functionality could be largely realised by application layer signalling without changing any of the current RAN2 MBMS assumptions (e.g. MBSFN area change only during inactive periods, not based on counting on radio level). 

If SA2 also agrees that this uplink messaging function is needed, RAN2 would be happy to define required radio related measurements.

2. Actions:

To SA WG2:

RAN2 would appreciate if SA2 could study the attached document and discuss a way forward for handling LTE MBMS feedback in Rel-8, i.e. whether this should be supported, what protocol layer would be most suitable taking the current RAN2 agreements into account and also identify any architectural impacts.

To SA WG4:

RAN2 would like to ask SA4 on feedback if an application based feedback as outlined would be feasible from their point of view and can be realised in Rel-8 time frame.
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