SA WG2 Temporary Document

Page 1
-


3GPP TSG SA WG2 Meeting #63
TD S2-081128
Athens, Greece

18 - 22 February 2008

Source:
Huawei

Title:
Conclusion for procedures of media components transfer
Document for:
Discussion/Approval
Agenda Item:
9.7.4.4
Work Item / Release:
MMSC/Rel 8
1. Introduction
There are two alternative information flows in section 6.5.5.1 for transferring media components to different UEs. This contribution proposes to analyse these two alternative information flows, and proposes to make the conclusion for the information flow as the basis for the TS 23.293.
2. Analyse
2.1. Main idea of the alternatives

The main idea of the alternative 1 is shown as the following figure #1:
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Figure #1: main idea of alternative 1 for transferring media components to different UEs
The main idea of the alternative 2 is shown as the following figure #2:
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Figure #2: main idea of alternative 2 for transferring media components to different UEs
2.2. Compare between the alternatives

	
	Alternative 1
	Alternative 2

	difference
	The session request for transferred in call leg is initiated by the transferred in UE.
	The session request for transferred in call leg is initiated by MMSC AS.

	Advantages
	MMSC AS do not need to understand the logic of REFER with MST information, and could send the REFER with MST information to the transferred in UE as a normal REFER.
	The transferred in UE do not need to be enhanced to support the REFER with MST information

	Disadvantages
	The transferred in UE should understand the REFER with MST information
	MMSC AS should understand the logic of the REFER with MST information, and do not send the REFER to the transferred in UE.


3. Conclusion

The above two alternatives could all resolve the transferring media component to different UEs without huge difference. This contribution proposes to take the two alternatives as the basis for the TS 23.293.
This conclusion does not mean that the two information flows in section 6.5.5.1.1 and 6.5.5.1.2 are freeze, and do not need to be improved.
4. Proposal

Start of modified section

6.5.5.1.X
Conclusion
The two alternatives for transferring media components to different UEs described in section 6.5.5.1.1 and 6.5.5.1.2 should all be taken as the basis for the TS 23.293.
     End of modified section
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