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1. Introduction
There are a lot discussions about the relationship of SSMF and IUA, this contribution proposes to analyse and make a conclusion for the relationship of SSMF and IUA.
2. Compare the functionality of SSMF and IUA
	
	SSMF
	IUA

	Action
	SSMF is used to split and merge the sessions for the media components in the original session request.
	IUA is used to build the ICCC controlling signalling for the CS bearer only.

	Intention
	The intention of the splitting and merging of SSMF is to direct the media components to different access network.
	The intention of IUA building ICCC controlling signalling is to control the CS bearer.

	Objects
	The object of SSMF splitting and merging is the media components. 
	The object for IUA is ICCC controlling signalling and CS bearer. 

	Source of the objects
	The media components in the split and merged sessions are all the media components in the original session request. 
	The ICCC is new built by IUA, and will be terminated by IUA. 

	Relationship of objects
	The sessions split and merged by SSMF do not have controlling relationship with each other.
	The ICCC is serving for the CS bearer.

	Conditions for action
	The conditions for SSMF splitting and merging sessions could be for example: 

1) UE’s access network information, 

2) UE’s capability, 

3) user’s preference, 

4) or operator’s policy.
	The condition for IUA building ICCC is that CS bearer is used and the user subscribed ICS service.


3. Conclusion

From the above compare, SSMF is quite different from IUA. This contribution proposes that SSMF have no relationship with IUA, and SSMF and IUA are two different functionalities.
4. Proposal

Start of modified section

9.X
Conclusion
SSMF have no relationship with IUA. SSMF and IUA are two different functionalities.
     End of modified section
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