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************************ First change *****************************

6.xx
IMDN procedure for Instant Message to SMS message interworking

This subclause describes the procedures when the IMS user sends an IM including a request for disposition notification to an SMS user. 
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Figure 6.x: MO Instant Message to SMS procedure when IMDN is requested

1)
The UE registers to S-CSCF according the IMS registration procedure.

2)
UE submits the Instant Message to the S-CSCF using an appropriate SIP method. The UE request for disposition notification as described in IETF IMDN draft-ietf-simple-imdn-04[13].

3)
S-CSCF forwards the Instant Message to IP-SM-GW based on stored iFC.

NOTE 1:
Subscribers with no subscription for service level interworking will not be provided with the relevant iFCs.

4)
The IP-SM-GW shall decide whether to perform service level interworking depending on SIP request header (e.g., R-URI), operator policy, when the Instant Message is not routable in the IMS. If IP-SM-GW decided to perform service level interworking, the IP-SM-GW performs service authorization based on the stored subscriber data retrieved from the HLR/HSS at the time of the third party registration procedure as specified in clause 6.1. The IP-SM-GW shall check whether the originating subscriber is authorised to use the interworking service. If the result of service authorization is negative, the IP-SM-GW shall not forward the message, and shall return the appropriate error information to the UE in a failure report. Otherwise, the IP-SM-GW shall translate the Instant Message to a Short Message (SMS- SUBMIT) and forwards it towards SC (SC Address) via the SMS-IWMSC (as described in TS 23.040 [2]). If the requested Diposition Notification by the IM user is a request for the "Read" report, IP-SM-GW shall ignore the command. Otherwise, the IP-SM-GW shall reqest for status report by including the optional parameter TP-Status-Report-Request (TP-SRR) in SMS-SUBMIT as described in TS 23.040 [2]. If the size of the content of the Instant Message is larger than the size of the content that one Short Message could transfer, the IP-SM-GW shall split the content of the Instant Message into several parts, translate them to concatenated Short Messages, and forward the concatenated Short Messages to SC as described in TS 23.040 [2].

5)
If service authorization is successful, the IP-SM-GW acknowledges the Instant Message.

6)
Instant Message acknowledgement is forwarded by S-CSCF to UE.

NOTE 2:
Steps 5 and 6 can occur anytime after the subscriber authorization check has been performed by the IP‑SM‑GW.

7)
The SMS-IWMSC forwards the SMS message (SMS- SUBMIT) to the SC (see TS 23.040 [2]).

8)
SC returns a status report TPDU (SMS‑STATUS‑REPORT) to SMS-IWMSC (see TS 23.040 [2]) when the SC has concluded the status of the short message.

9)
SMS-IWMSC sends SUBMIT- STATUS‑REPORT to IP-SM-GW (see TS 23.040 [2]).

10)
IP-SM-GW translates the received SMS-STATUS‑REPORT to an appropriate IMDN, and forwards it to the S‑CSCF. If the IP‑SM‑GW sends concatenated Short Messages to SC in step 4, the IP‑SM‑GW should wait the last SMS-STATUS-REPORT, and translate the last SMS-STATUS-REPORT to an appropriate IMDN, and forward it to the S‑CSCF.

11)
S-CSCF sends the translated IMDN to the UE.

12)
UE acknowledges the translated IMDN.

13)
Acknowledgement of the translated IMDN is forwarded by S-CSCF to IP-SM-GW.

************************ end of change *****************************
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