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Abstract of the contribution: This paper provides text for overview of ICS UE terminations with CS media targeted for Section 7 (Procedures and flows) of TS 23.292 IMS Centralized Services. 
Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.
*** begin new text  ***
7.3
Terminations

7.3.2
Terminating sessions using CS media

7.3.2.1
ICS UE Terminating sessions using CS media

7.3.2.1.1
Overview
IMS session control is used for ICS UE terminating sessions established with use of CS media bearer. 

All ICS User incoming sessions are directed to IMS for delivery to the ICS User. The ICS AS is inserted in the IMS session path using the terminating iFCs. The ICS AS performs T-ADS for selection of a contact address amongst the registered contact addresses for the ICS User and subsequently selects an access network for delivery of the session to the selected contact address.

When using the Gm reference point for delivery of the incoming session to the ICS UE, the ICS AS directs the IMS terminating session toward the ICS User’s selected contact indicating use of CS bearer for the session. On receipt of the session initiating message, the ICS UE sets up a standard CS originated session addressing a PSI DN associated with the ICS AS to establish the CS bearer. The session control signalling is combined with the description of the CS bearer at the ICS AS for presentation of IMS terminating session to the S-CSCF over the Remote Leg.
When not using the Gm reference point for delivery of the incoming session to the ICS UE, the following apply:

· For sessions requiring delivery of SIP parameters to the ICS User, the ICS AS initiates an ICP dialogue with the ICS UE over the I1 reference point for delivery of the incoming session. In parallel, the ICS AS sets up a standard CS terminating session via the MSC Server currently serving the ICS User to establish the CS media. The session control signalling is combined with the description of the CS bearer at the ICS AS for presentation of IMS terminating session to the S-CSCF over the Remote Leg.

· For sessions not requiring delivery of SIP parameters to the ICS User, the ICS AS sets the routing of the incoming IMS session for delivery to the ICS User via the MSC Server currently serving the ICS User using standard CS terminating procedures.

*** end new text  ***
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