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Abstract of the contribution: This paper provides definitions/abbreviations of the IMRN and CSRN as they will be used in originating and terminating procedures in the ICS TS. These definitions/abbreviations have been lifted from the 3GPP TS 23.206.
Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.
*** begin 1st change ***
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

CS Domain Routing Number (CSRN): A CSRN is a number that is used to route a call from the IM CN subsystem to the user in the CS domain.
ICS UE: An IMS capable UE with additional ICS-specific functionality.

ICS User: An ICS user is an IMS subscriber that receives communication services centralized in IMS, regardless of the attached access type (e.g. CS domain access, or IP-CAN). 
IP Multimedia Routing Number (IMRN): An IMRN is a routable number that points to the IM CN subsystem. In a roaming scenario, the IMRN has the same structure as an international ISDN number. The Tel URI format of the IMRN is treated as a PSI within the IM CN subsystem.
*** end 1st change ***
*** begin 2nd change ***
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

CAA
CS Access Adaptation
CSRN
CS Domain Routing Number
ICS
IMS Centralized Services
IMRN
IP Multimedia Routing Number
IUA
ICS User Agent

*** end 2nd change ***
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