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********************* 1st CHANGE ******************************
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Link MTU size: the first hop link MTU size which is seen by the IP layer of the UE. Two different values can be configured for IPv4 and IPv6 repectively.
MME Pool Area: An MME Pool Area is defined as an area within which a UE may be served without need to change the serving MME. An MME Pool Area is served by one or more MMEs ("pool of MMEs") in parallel. MME Pool Areas are a collection of complete Tracking Areas. MME Pool Areas may overlap each other.

Serving GW Service Area: A Serving GW Service Area is defined as an area within which a UE may be served without need to change the Serving GW. A Serving GW Service Area is served by one or more Serving GWs in parallel. Serving GW Service Areas are a collection of complete Tracking Areas. Serving GW Service Areas may overlap each other.

********************* next CHANGE ******************************
5.3.2.1
E-UTRAN Initial Attach

A UE/user needs to register with the network to receive services that require registration. This registration is described as Network Attachment. The always-on IP connectivity for UE/users of the EPS is enabled by establishing a default EPS bearer during Network Attachment. The PCC rules applied to the default EPS bearer may be predefined in the PDN GW and activated in the attachment by the PDN GW itself. The Attach procedure may trigger one or multiple Dedicated Bearer Establishment procedures to establish dedicated EPS bearer(s) for that UE. During the attach procedure, the UE may request for an IP address allocation. Terminals utilising only IETF based mechanisms for IP address allocation are also supported.
(snip)

17.
The new MME sends an Attach Accept (APN, GUTI, PDN Address Information, TAI List, EPS Bearer Identity, Session Management Configuration IE, Protocol Configuration Options, Link MTU size) message to the eNodeB. GUTI is included if the new MME allocates a new GUTI. This message is contained in an S1_MME control message Initial Context Setup Request. This S1 control message also includes the security context for the UE, Handover Restriction List, the bearer level QoS parameters, EPS Bearer Identity and the AMBR associated with the PDN Address Information, and QoS information needed to set up the radio bearer, as well as the TEID at the Serving GW used for user plane and the address of the Serving GW for user plane. The PDN address information, if assigned by the PDN GW, is included in this message. If the UE has UTRAN or GERAN capabilities, the MME uses the EPS bearer QoS information to derive the corresponding PDP context parameters QoS Negotiated (R99 QoS profile), Radio Priority and Packet Flow Id and includes them in the Session Management Configuration. If the UE indicated in the UE Network Capability it does not support BSS packet flow procedures, then the MME shall not include the Packet Flow Id. Handover Restriction List contains roaming and area restrictions; its usage is described in clause "Roaming and Area Restrictions".
********************* next CHANGE ******************************
5.3.3.1
Tracking Area Update procedure with MME and Serving GW change

 (snip)

19.
The new MME validates the UE's presence in the (new) TA, after it has received valid and updated subscription data. If due to regional subscription restrictions or access restrictions the UE is not allowed to attach in the TA, the MME rejects the TAU Request with an appropriate cause. If subscription checking fails for other reasons, the MME rejects the TAU Request with an appropriate cause. If all checks are successful then the MME sends a TAU Accept (GUTI, TAI list, EPS bearer status, Link MTU size) message to the UE. GUTI is included if the MME allocates a new GUTI. If the "active flag" is set in the TAU Request message the user plane setup procedure can be activated in conjunction with the TAU Accept message. The procedure is described in detail in TS 36.300 [5]. The message sequence should be the same as for the UE triggered Service Request procedure specified in clause 5.3.4.1 from the step when MME establishes the bearer(s). The MME indicates the EPS bearer status IE to the UE. The UE removes any internal resources related to bearers that are not marked active in the received EPS bearer status. The link MTU size is included when the new MME needs to change link MTU size of the UE.
********************* next CHANGE ******************************
5.3.3.2
E-UTRAN Tracking Area Update

The Tracking Area Update procedure takes place when a UE that is registered with an MME and/or a 3G-SGSN selects an E-UTRAN cell. The procedure is initiated by the UE, if the UE changes thereby to a Tracking Area that the UE has not yet registered with the network or if the P-TMSI update status is "not updated" due to bearer configuration modifications performed between UE and SGSN when ISR is activated. This procedure is initiated by an idle state UE. The cell selection is described in TS 25.304 [12] and TS 25.331 [33].

(snip)
25.
The MME validate the UE's presence in the new TA, after it has received valid and updated subscription data. If due to regional subscription restrictions or access restrictions the UE is not allowed to attach in the TA, the MME rejects the Tracking Area Update Request with an appropriate cause sent in the TAU Reject message to the UE.


If validation is successful the MME responds to the UE with a Tracking Area Update Accept (GUTI, TAI-list, EPS bearer status, ISR, Link MTU size) message. Restriction list shall be sent to eNodeB as eNodeB handles the roaming restrictions and access restrictions in the Intra E-UTRAN case. If the "active flag" is set in the TAU Request message the user plane setup procedure is activated in conjunction with the TAU Accept message. The procedure is described in detail in TS 36.300 [5]. The message sequence should be the same as for the UE triggered Service Request procedure specified in clause 5.3.4.1 from the step when MME establish the bearers(s). The EPS bearer status indicates the active bearers in the network. The UE removes any internal resources related to bearers not marked active in the received EPS bearer status. ISR indicates to the UE that its P-TMSI and RAI remain registered with the network and remain valid in the UE. If ISR is not indicated the UE sets in its internal data the update status of the P-TMSI to "not updated". The link MTU size is included when the new MME needs to change or renew link MTU size of the UE.
********************* next CHANGE ******************************
5.3.3.4
UTRAN Iu mode to E-UTRAN Tracking Area Update with ISR, URA_PCH handling
(snip)
11.
The new MME validates the UE's presence in the (new) TA. If due to regional subscription restrictions or access restrictions the UE is not allowed to attach in the TA, the MME rejects the TAU Request with an appropriate cause. If subscription checking fails for other reasons, the MME rejects the TAU Request with an appropriate cause. If all checks are successful then the MME sends a TAU Accept (S-TMSI, TAI list, ISR, Link MTU size) message to the UE. The link MTU size is included when the new MME needs to change or renew link MTU size of the UE.
********************* next CHANGE ******************************
5.3.3.5
GERAN A/Gb mode to E-UTRAN Tracking Area Update

The GERAN to E-UTRAN Tracking Area Update procedure takes place when a UE registered with an SGSN selects an E-UTRAN cell. In this case, the UE changes to a Tracking Area that the UE has not yet registered with the network. This procedure is initiated by an idle state UE and may also be initiated if the UE is in Active state. This TA update case is illustrated in Figure 5.3.3.5-1.
(snip)

18.
The new MME validate the UE's presence in the new TA, after it has received valid and updated subscription data. If due to roaming restrictions or access restrictions the UE is not allowed to be attached in the TA, or if subscription checking fails, the new MME rejects the tracking area update with an appropriate cause sent in the TAU Reject message to the UE.


If all checks are successful, the new MME responds to the UE with a Tracking Area Update Accept (GUTI, TAI-list, Link MTU size) message. If the "active flag" is set in the TAU Request message the user plane setup procedure can be activated in conjunction with the TAU Accept message. The procedure is described in detail in TS 36.300 [5]. The messages sequence should be the same as for the UE triggered Service Request procedure specified in clause 5.3.4.1 from the step when MME establishes the bearer(s). The link MTU size is included when the new MME needs to change or renew link MTU size of the UE.

********************* next CHANGE ******************************
5.10.2
UE requested PDN connectivity

The UE requested PDN connectivity procedure for an E-UTRAN is depicted in figure 5.10.2-1. The procedure allows the UE to request for connectivity to a PDN including allocation of a default bearer. In this procedure, the UE is assumed to be in active mode.
(snip)

7.
The MME sends PDN Connectivity Accept (PDN Address Information, EPS Bearer Id, Link MTU size) message to the eNodeB. This message is contained in an S1_MME control message Bearer Setup Request (Bearer QoS, PDN Connectivity Accept, S1-TEID, Protocol Configuration Options). This S1 control message includes bearer level QoS parameters and the AMBR associated with the PDN Address Information, and QoS information needed to set up the radio bearer, as well as the TEID at the Serving GW used for user plane and the address of the Serving GW for user plane. The PDN address information, if assigned by the PDN GW, is included in this message. MME will not send the S1 Bearer Setup Request message until any outstanding S1 Bearer Setup Response message for the same UE has been received or timed out.
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