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Abstract of the contribution: This paper introduces new requirement for PCRF, based on the study of other work items.
Discussion

Several IMS elements may store the information of access network of UE, and use it subsequently for performing access-specific service logic. Such information may be provisioned by the PCRF.
One example is that, in the study of IMS Service on Local Breakout, if the IMS network (e.g. S-CSCF or P-CSCF) is involved in dynamic decision of using Local Breakout, it needs sufficient information to detect whether the UE can use Local Breakout during call session. Such information may include the access network id, PDN GW information, the UE’s local IP address etc.

In roaming case, when the UE is assigned a local IP-CAN, it can use Local Breakout mode for media route. But the IMS nodes may not have the visited network access information of a special UE, it would request the PCRF to provision such information.
Another example is that, the value inserted by the UE in the P-Access-Network-Info header is considered as un-trusted information by the network. The P-CSCF may use the existing PCC based mechanisms to validate the information, if available.
In addition, IMS nodes may subscribe to the change of such information, and make the information available to other IMS nodes.

It could be concluded that it is possible for the PCRF to provision the visited network access information of a special UE upon the AF’s request. And the PCRF should accept the subscription from the IMS nodes, and notify the IMS nodes of the information changes. 
Proposal
It is proposed to update the TS 23.203 according to the accompanied CR S2-081417.
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