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****** Start of 1st change ***
6.8.3
UE-initiated Connectivity to Additional PDN from Trusted Non-3GPP IP Access with DSMIPv6 on S2c

This section is related to the case when the UE attaches to a Trusted Non-3GPP Access network and host-based mobility management mechanisms are used. Dual Stack MIPv6 [10] is used for supporting mobility over S2c interface. This case describes the scenario when UE adds connectivity to an additional PDN after initial attach. Since host-based mobility mechanisms are used, the procedure is similar to the initial attach procedure.
NOTE:
Based on the MN-ID and APN, the PDN GW may allocate a new IP address/prefix for a new binding.

Editor's Note: It is FFS if and how multiple PDN connections to one APN from a single UE is supported over S2c.

Figure 6.8.3-1 depicts the procedure for the non-roaming case.
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 Initial Attach using Procedure from Se ction 6.3  

1. PDN GW Selection  

 Initial Attach using  Procedure from Section 6.3  repeated with new PDN GW  


Figure 6.8.3-1: UE-initiated connectivity to additional PDN from Trusted Non-3GPP IP Access with DSMIPv6 in non-roaming case

When the initial attachment is performed the UE shall be authenticated and authorized to get IP connectivity through the Trusted Access network and a Local IP address from the access network domain shall be assigned to the UE. UE performs the procedures described in Section 6.3 to obtain connectivity with a PDN GW. When UE would like to obtain connectivity with additional PDN, the first step it will perform is the PDN GW selection for connecting to that PDN.

1)
The UE selects a PDN GW that can provide connectivity to the additional PDN.

Editor's note:
The details for the PDN GW selection procedure are FFS.


Once a PDN GW is selected, the UE performs steps 1 to 4 as mentioned in Section 6.3 for this selected PDN GW. As a result of these steps the IP connectivity is established with an additional PDN GW and the UE can start using its home address assigned by this new PDN GW at the application level.


****** End of 1st change ***
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