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Abstract of the contribution:This contribution proposes to close TR 23.811 and send it for approval in SA#39.
1. Introduction
TR 23.811 has been used during Rel-8 to collect the changes for a full solution for service-level interworking and get a better understanding of its interaction with transport-level interworking, described in Rel-7 in TS 23.204.

The work is now almost complete, and has been for its most part transferred already to 3GPP TS 23.204.

In order to avoid duplication of the remaining corrective effort, it is propose to conclude the work on TR 23.811, document it briefly, and send the Technical Report for approval at SA#39, as it was requested by TSG SA in SA#38.

I would also like to take this opportunity to thank all the delegates that have been participating to this work item during the past year for their effort and commitment.

2. Proposal

It is proposed to insert the following changes in the conclusion section of TR 23.811.

First Change

8
Conclusion
It has been identified that the two alternative architectures for the service-level interworking are identical in the terminating cases, and are only differing in the originating case (sections 7.1.1.4.1 and 7.2.1.4.1): architecture alternative 1 is using iFCs to route the Instant Messages to the IP-SM-GW, while architecture alternative 2 is going through the BGCF in order to reach the IP-SM-GW.

It is concluded to include architecture alternative 1 in the normative part of TS 23.204 [5].
The architecture and flows have been transferred to 3GPP TS 23.204[5] and this Technical Report will not be updated anymore. For an accurate and up-to-date description of service-level interworking, please refer to 3GPP TS 23.204 [5].
End of Changes
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