SA WG2 Temporary Document

Page 1
-


3GPP TSG SA WG2 Meeting #63
TD S2-081574
Athens, Greece

18 - 22 February 2008

Source:
Mavenir, Ericsson, Vodafone, Nokia Siemens Networks, NEC, Nortel, Telefonica O2 Europe
Title:
Origination for non ICS UE - Flow
Document for:
Approval
Agenda Item:
9.6.5.5
Work Item / Release:
ICSRA-St2 / Release 8
Abstract of the contribution:

This paper provides an information flow for IMS origination via CS access from a non ICS UE, targeted for Section 7 (Procedures and Flows) of TS 23.292 IMS Centralized Services. This is a revision of S2-081287.
Proposal/Recommendation:

Add the following text in TS 23.292 IMS Centralized Services.
*** begin new text ***

7.2
Originations

7.2.2
Originating sessions using CS media

7.2.2.x
non ICS UE originating sessions using CS media

7.2.2.x.1
Overview

7.2.2.x.2
Origination using I2 reference point
Figure 7.2.2.x.2-1 describes how IMS originations are performed via CS access for non ICS UE. 


[image: image1.emf]1. Setup (B)

2. INVITE (B, SDP from IMS-MGW)

5. INVITE (B, SDP from IMS-MGW)

3. INVITE (B, SDP from IMS-MGW)

4. INVITE (B, SDP from IMS-MGW)

non ICS UE A MSC Server MGW ICS AS I/S-CSCF UE B

6. Completion of Session Setup Procedures

CS domain bearer IMS bearer


Figure 7.2.2.x.2-1: IMS Origination via CS Access for non ICS UE

1.
The non ICS UE A sends a Setup message containing the B-party number to the MSC Server enhanced for ICS according to standard CS originating procedures.

2.
The MSC Server sends an INVITE to the S-CSCF with the Request-URI set to the B-party number.  The INVITE also contains SDP received from the IMS-MGW.
3.
The S-CSCF performs standard service control execution procedures.  For ICS Users requiring T-ADS functionality and ICS Users with an ICS UE, filter criteria directs the S-CSCF to send the INVITE to the ICS AS.
4.
The INVITE is sent to the S-CSCF.
5.
The S-CSCF continues with standard IMS originated session processing and routes the request onwards to the B-party.
6.
Completion of the session and bearer control setup procedures.
*** end new text ***
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