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Abstract of the contribution: Defines the fallback functionality for when the MSC (Server) does not support ICS functionality.
Proposal: 

Add the following call flow to Section 7.2 of TS 23.292:
<<< Begin modification >>>
7 Procedures and flows

7.2
Originations

7.2.2
Originating sessions using CS media

7.2.2.x
non ICS UE originating sessions using CS media

7.2.2.x.1
Overview

7.2.2.x.2
Origination using I2 reference point
7.2.2.x.3
Origination when using an MSC Server not enhanced for ICS
Figure 7.2.2.x.3-1 describes how IMS originations are performed via CS access for non ICS UE attached to a legacy MSC or MSC-Server which has not been enhanced for ICS. 
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Figure 7.2.2.x.3-1: IMS Origination via CS Access for non ICS UE

1.
The non ICS UE originates a call in the CS domain to party-B according to standard origination procedures.

2.
CAMEL origination triggers are used at the MSC-Server for allocation of an IP Multimedia Routing Number (IMRN) that is used to route the request to IMS.

3.
The MSC-Server routes the call towards the user's home IMS network using the IMRN via an MGCF.

4.
The MGCF initiates an INVITE towards the I-CSCF in the home IMS of the originating ICS user.

5.
The I-CSCF routes the INVITE based on one of the following standard procedures specified in "PSI based Application Server termination - direct and PSI based Application Server termination – indirect" procedures in TS 23.228 [2] either directly to the ICS AS or via the S-CSCF. 
6.
When the INVITE arrives at the ICS AS, the original called number and the calling party number are used to setup the outgoing call leg to party-B in accordance with the AS origination procedure defined in clause 5.6.5 of TS 23.228 [2].


NOTE: The method for discovery of original called number and calling party number at the ICS AS is implementation dependant.
7./8.
The ICS AS sends the INVITE back to the S-CSCF for completion of the call toward the remote end.

<<< End of modification >>>
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