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*** Start of 1st Change ***

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

MME Pool Area: An MME Pool Area is defined as an area within which a UE may be served without need to change the serving MME. An MME Pool Area is served by one or more MMEs ("pool of MMEs") in parallel. MME Pool Areas are a collection of complete Tracking Areas. MME Pool Areas may overlap each other.

Serving GW Service Area: A Serving GW Service Area is defined as an area within which a UE may be served without need to change the Serving GW. A Serving GW Service Area is served by one or more Serving GWs in parallel. Serving GW Service Areas are a collection of complete Tracking Areas. Serving GW Service Areas may overlap each other.
Default APN: A Default APN is defined as the APN which is marked as default in the subscription data and used during the Attach procedure.
*** End of Change ***

*** Start of 2nd Change ***
4.3.8.1
PDN GW selection function (3GPP accesses)

The PDN GW selection function allocates a PDN GW that shall provide the PDN connectivity for the 3GPP access. The function uses subscriber information provided by the HSS and possibly additional criteria. For each of the subscribed PDNs, the HSS provides:

-
an IP address of a PDN GW and an APN, or

-
an APN and an indication for this APN whether the allocation of a PDN GW from the visited PLMN is allowed or whether a PDN GW from the home PLMN shall be allocated.

Editor's note:
It is FFS what additional criteria beyond the subscriber information can be used for PDN GW selection.

The HSS also indicates which of the APNs that point to the subscribed PDNs is the Default APN for the UE.

To establish connectivity with a PDN when the UE is already connected to one or more PDNs, the UE provides the requested APN for the PDN GW selection function.

Editor's note:
It is FFS whether the UE can provide upon initial attach additional input information (e.g. the desired APN) for the PDN GW selection function.

If the HSS provides an IP address of a PDN GW, no further PDN GW selection functionality is performed. Note that the provision of an IP address of a PDN GW as part of the subscriber information allows also for a PDN GW allocation by HSS.

If the HSS provides an APN of a PDN and the subscription allows for allocation of a PDN GW from the visited PLMN for this APN, the PDN GW selection function derives a PDN GW address from the visited PLMN. If a visited PDN GW address cannot be derived, or if the subscription does not allow for allocation of a PDN GW from the visited PLMN, then the APN is used to derive a PDN GW address from the HPLMN. The PDN GW address is derived from the APN, subscription data and additional information by using the Domain Name Service function. If the APN‑OI Replacement field exists in the subscription data, the PDN GW domain name will be constructed by replacing the APN‑OI with the value received in the APN‑OI Replacement field. Otherwise, or when the resolution of the above PDN GW domain name fails, the PDN GW domain name will be constructed by appending '.mnc<MNC>.mcc<MCC>.gprs' as specified in Annex A of Pre-Rel‑8 TS 23.060 [7] and TS 23.003 [9]. If the Domain Name Service function provides a list of PDN GW addresses, one PDN GW address is selected from this list. If the selected PDN GW cannot be used, e.g. due to an error, then another PDN GW is selected from the list.

If the UE provides an APN for a PDN, this APN is then used to derive the PDN GW address as specified for the case of HSS provided APN if the subscription allows for this APN.

As part of PDN GW selection, an IP address of the assigned PDN GW may be provided to the UE for use with host based mobility as defined in TS 23.402 [2], if the PDN GW supports host-based mobility for inter-access mobility towards accesses where host-based mobility can be used.

*** End of Change ***

*** Start of 3rd Change ***
5.10
Multiple-PDN support

5.10.1
General

This section is related to the support of multiple-PDNs. When a UE attaches to the EPS via E-UTRAN, the principles of multiple PDN support defined as below:

-
Simultaneous exchange of IP traffic to multiple PDNs is supported in the EPS, when the network policies and user subscription allow it. For UEs in which applications are not aware of multiple PDN access and the presence of multiple IP addresses, overlapping address spaces are not supported.

-
It shall be possible to support in the EPS simultaneous exchange of IP traffic to multiple PDNs through the use of separate PDN GWs or single PDN GW.

-
The EPS also supports an UE-initiated connectivity establishment to separate PDN GWs or single PDN GW in order to allow parallel access to multiple PDNs.
-
While attached, the UE shall always have active PDN connectivity to at least one of the subscribed PDNs.
Editor's Note:
The last two bullets should be converted into normative specification wording.

*** End of Change ***
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