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7.7
ME Identity Check Procedures for Un-trusted Non-3GPP IP Accesses

< This subclause will contain details on ME identity checking (e.g. IMEI checking)>

*** FIRSTCHANGE ***
X
Functional Description and Procedures for Network Discovery and Selection over the Sx Interface
X.1

Access Network Discovery Procedures
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Figure 1 ANDSF Access Network Discovery Procedure

1. The UE shall discover the ANDSF  as specified in section 4.8. 
2. The UE  sends an Access Network Info Request (e.g. Access Technology Type, UE Location, UE Access Technology Capabilities) message to the ANDSF to retrieve network discovery and selection information. The Access Technology Type may be used to indicate that information pertaining only to specific access technology type(s) is requested (e.g. information only about WiMAX access). The UE Location may be included in the message to indicate the UE’s current location (e.g. cell identity or other location data). If the UE Location is not included then other mechanisms may be used by ANDSF to identify the UE’s current location. 

Editor’s note: It is FFS if the ANDSF can request and retrieve the current UE’s location.

Editor’s note: It is FFS if other information may be provide by the UE.
3. The ANDSF,  responds with an Access Network Info Response (e.g. Available Access Network Info, Updated Inter-system Mobility Policies) message to the UE. The Available Access Networks Info contains a list of access networks that are available in the vicinity of UE. The ANDSF provides information for each available access network as described in section 4.8.2.1. The Updated Inter-system Mobility Policies may be included in order to update / install operator defined rules in the UE that specify when inter-system mobility is allowed and which access technology types can be used for inter-system mobility.
Editor’s note: Its FFS If only information about neighbour access network with the requested access technology type is included  when the Access Technology Type was included in the Access Network Info Request,.
8
Handovers without Optimizations Between 3GPP Accesses and Non-3GPP IP Accesses

*** END FIRSTCHANGE ***
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